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ACTION ITEMS FROM LAST / THIS MEETING
Item
#
1

2

Subject

Action

Slides for Guide for
Design of PT
Buildings

Chapter slides to be updated and
missing ones submitted to staff / Staff
to provide draft of design modules for
webinars / TG to review modules.

PTI DC20.2-88:
Restraint Cracks
and Their Mitigation

Chapter drafts to PTI staff
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Deadline /
Completed
Chapter
Distributed for
Leads / Staff review with
/ TG: Ahmed, agenda
Gillard,
Maingot
Chapter
1) Items received
Leads
so far distributed
with agenda;
2) Bijan Aalami’s
updated document
distributed with
Responsible

agenda
3

5

DC20.7-01, Design,
Construction, and
Maintenance of CIP
PT Concrete
Parking Structures
ACI 318 Update

Editable copy of existing document to
committee on 10/31/15.
Document update on hold pending
item 2.
ACI cross reference document to
committee / Create condensed
version for PT / Identify areas of
inconsistencies between chapter
provisions of 318-14 / Draft FAQ on
recent changes of the Code
pertaining to PT

Staff /
Cuadra,
Hirsch,
Hayek

Expected Outcome /
Actions Taken

Agenda Item
A. General
A.1 Call to Order

A.1 Meeting called to order at

A.2 Introductions / Attendance
Sheets

A.2 Minimum number of voting members for meeting ballots: 5

A.3 Committee Roster Changes

A.4 PTI Antitrust Policy
(Appendix A.4)

A.3 New committee Chair: Carol Hayek;
Eric Ober has become a voting member; Spencer Lee and Sivikumar
Munuswamy have been added as associate members.
Congratulations and welcome!
A.4

B. Agenda & Minutes
B.1 Approval of Agenda

B.1 Changes to Agenda:

B.2 Approval of Minutes from
10/7/2015 (Meeting ballot)

B.2 Motion / Second to approve minutes: Name / Name
Result: 0-0-0 (Y-N-A)

C. Actions Taken Between
Meetings
C.1 Letter Ballots (none)

C.1 None

C.2 Web Meetings (none)

C.2 None

1. Action Item 1: Slides for
Guide for Design of PT
Buildings
1.1 Design Webinar Modules for
review (Appendix 1.1)
Module 1: Introduction
Module 2: Basics of PT
Module 3: PT Systems

1.1 Discussion: Review of new design webinar modules and objectives:
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Expected Outcome /
Actions Taken

Agenda Item
Module 4: PT Design Concepts
Module 5: Numerical Examples
Module 6: Construction Process
Module 7: Prestress Losses
Module 8: PT Design for Flexure
Module 9: Analysis of Continuous
Members
Module 10: Structural Diaphragm
2.2 Additional Modules?

2.2

2. Action Item 2: PTI DC20.2-88,
Restraint Cracks and Their
Mitigation in Unbonded PostTensioned Building Structures
2.1 Status and New Criteria
PTI chapter updates and original
author’s updates.

2.1 Discussion: New objectives including Bijan Aalami’s updates:

2.2 PTI Chapter Updates
(Appendix 2.2)

2.2 Reports by Chapter leads on progress and completion dates:

Assignments:
1-Introduction & Scope: Cary
2-Causes of Cracking: Eric /
Martin C.
3-Analysis Techniques: Jonathan /
Carol
4-Crack Mitigation: Bryan / Rashid
5-Structural Evaluation of Cracks:
Asit / Martin C.
6-Repair of Restraint Cracks: Don
7. Conclusions and
Recommendations; Martin M and
Thomas K
2.3 Bijan Aalami’s Updates
(Appendix 2.3)

2.3 Discussion: Review of Bijan Aalami’s updated document:

3. Action Item 3: DC20.7-01,
Design, Construction, and
Maintenance of Cast-in-Place
Post-Tensioned Concrete
Parking Structures
3.1 Update of DC20.7-01 on hold
temporarily; TG (Rashid, Tom,
Martin C., Eric)

3.1 Editable copy of existing document was sent to committee on
10/31/15.
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Expected Outcome /
Actions Taken

Agenda Item
4. Action Item 4: PT Manual 7th
Edition
4.1 PT Manual Updates: Status
TAB TG (Asit is Lead)

4.1 Discussion: Status of the PT Manual updates:

4.2 Review of work items for DC20

4.2 Discussion: Progress of DC-20 contributions:

5. Codes and Standards
C.1 ACI 318 update

C.1

C.2 ACI 423 update

C.2

C.3 Other ACI updates

C.3

6. Two-Way Banded PT
6.1 Two-Way Banded PT –
Research Proposals

6.1 UT and UCLA proposals way over PTI budget and realistic reach.

6.2 TN – Two-Way Banded PT –
Analytical Approach

6.2 Discussion: TN – Two-Way Banded PT – Analytical Approach:

E. New Business
E.1 FAQ – Restrained vs.
Unrestrained Condition for PT
Slabs
On hold until further direction from
TAB.
E.2 Any other new business?

E.2

F. Next Meeting
F.1 2016 PTI Committee Days
Tucson, AZ, October 5-7, 2016

F.1

F.2 Web Meetings:

F.2

G. Adjourn

G. Meeting adjourned at:

AGENDA / MINUTES EXHIBITS
Exhibit #

Subject
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A.4

PTI Anti-Trust Policy

1.1

Design Webinar Modules (DropBox)

1.2

Revision of PTI DC20.2-88, Chapter Updates (Attached)

1.3

Revision of PTI DC20.2-88, Aalami Updates (Attached; DC-20 Website)
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PTI POLICY STATEMENT ON COMPLIANCE WITH
ANTITRUST LAWS
At a meeting on October 8, 1980, the Board of Directors first discussed the Institute's status and policies regarding
compliance with antitrust laws. After review of both the internal and external compliance procedures, the
following resolution was approved:
"The staff, officers, directors and members of the Post-Tensioning Institute are reminded that they are required
to comply with the spirit and specific requirements of the antitrust laws on all activities within the scope of, and
related to, the official functions of PTI. Further, this restated position, along with appropriate explanatory
material, should be placed in all meeting folders/books periodically, beginning with the 8th of October meeting
of PTI."
On July 24, 2012 and again on October 7, 2015, the Executive Committee authorized Legal Counsel to review
and update this Policy Statement in the perspective of the Department of Justice Business Review Letter of July
30, 1997 and current case law. As a continuing guide for your participation in PTI's meetings, please review and
continue to adhere to the following "Legal Limitation on Discussions at PTI Meetings."

LEGAL LIMITATION ON DISCUSSIONS AT PTI MEETINGS AND EVENTS
A free exchange of ideas on matters of mutual interest to the members is necessary for the success of all meetings.
Indeed, such an exchange of views is essential to the successful operation of every trade association and the law
specifically allows legitimate exchange of views pertaining to, e.g., quality control, safety, building design and
construction integrity, etc.
It is not the purpose of this memorandum to discourage the exploration in depth of any matters of legitimate
concern to meeting participants. Nevertheless, to ignore certain antitrust ground rules, either through ignorance or
otherwise, is to create a civil and criminal hazard businessmen simply cannot afford.
It is for these reasons that PTI provides you with a reminder that certain areas of formal and informal
communication between competitors or between manufacturers and their suppliers and customers must be
avoided, as posing potential antitrust problems.
The Sherman Antitrust Act, the Clayton Act, the Federal Trade Commission Act, and the Robinson-Patman Act
comprise the basic federal antitrust laws, which set forth the broad areas of conduct considered illegal as restraints
of trade. In general, agreements or understandings between competitors that operate as an impediment to free and
open competition are forbidden. Federal antitrust prohibitions forbid any "agreement or understanding...to
substantially lessen competition or tend to create a monopoly in any line of commerce." An important point to
keep in mind is that communications and discussions between competitors or between sellers and customers, about
matters which may be considered anti-competitive, often comprise the evidence from which courts infer antitrust
violations. It is the policy of the Post-Tensioning Institute that such agreements, understandings or
communications shall not be tolerated at any formal or informal meetings or social events of the Institute.
The general prohibitions contained in the federal antitrust laws, have been particularized in the form of a series of
consent decrees, originally entered against a number of member companies of various trade associations and the
associations themselves. It is important to note that these laws not only apply to PTI members, but also to PTI
itself. Often trade associations have been and are presently co-defendants in cases brought by the Justice
Department and the Federal Trade Commission (“FTC”). Recently, the FTC has stated: “Because trade
associations are by their nature collaborations among competitors, the Commission and courts have long been
concerned with anti-competitive restraints imposed by such organizations under the guise of codes of conduct.
Competing for customers, cutting prices, and recruiting employees are hallmarks of vigorous competition.
Agreements among competitors not to engage in these activities injure consumers by increasing prices and
reducing quality and choice.” Similar “codes” or policies and requirements that encourage directly or indirectly
members’ unlawful activity are strictly forbidden by PTI in the course of its business with its members.

SPECIFIC EXAMPLES OF ACTIVITIES AND PRACTICES PROHIBITED
AT ALL PTI MEETINGS AND EVENTS:
Included in activities and practices which are forbidden, and are contrary to the policy of the Institute, both under
the general antitrust laws and the consent decrees, subject to the said Business Review Letter, are the following:


Agreeing to allocate markets, customers or suppliers among competitors, classify certain customers or
suppliers being entitled to preferential treatment by manufacturers, and establish geographic trading areas.



Participating in any plan designed to induce any manufacturer or distributor to sell or refrain from selling,
or discriminate in favor of, or against any particular customer or class of customers.



Agreeing in any manner to fix or otherwise establish bids, prices (including price increases, decreases,
standardization or stabilization), profits, costs, contract terms affecting price (such as discounts and credit
terms), etc. because, e.g. prices were too low, with the exception of certain resale pricing agreements
between manufacturers and retailers or distributors.



Agreeing in any manner to limit or restrict the quality of products to be produced (e.g., restrictions on
selling coated strand to certain customers).



Participating in any plan which has the effect of discriminating against, or excluding competitors,
suppliers or customers.

These examples are provided to guide you in your discussions during formal and informal PTI meetings and social
events. If the occasion arises, more specific advice will be provided by legal counsel, who is required by Article
IV, Section 7 of the PTI By-Laws to be present at all meetings of the Board of Directors and the Executive
Committee.

2.0 Causes and Categorization of Crackingof cracking
Cracks in post-tensioned concrete construction are common but need not be detrimental to the
performance of the structure if given appropriate consideration during design and construction.
Controlling cracks should be one of the primary goals of both the designer and constructor in
post-tensioned concrete construction.
This section of the guide discusses the mechanisms of concrete cracking with emphasis on
unbonded post-tensioned slab and beam construction. Post-tensioned walls and other vertical
applications of post-tensioned construction are not addressed though in some cases the
attributes described here may be applicable. There is limited discussion of mitigation measures.
Detailed discussion is left to other sections of the guide.
2.1 Causes of sShortening in slabsPost-Tensioned Construction
Post-tensioned (PT) concrete structures tend to shorten in their plane when not constrained
against movement. This behavior, while common to all concrete construction, is primarily due to
four causes in PT structures:


Three factors, when combined, lead to restraint cracks in post-tensioned slabs. First,
post-tensioned slabs tend to shorten. Second, walls and columns restrain free
movement of a slab. Third, the tension developed in slab due to restraint exceeds the
slab's tensile capacity.



Factors causing shortening of slab are:



A - SHRINKAGE OF CONCRETEoncrete Shrinkage



B - CREEP IN CONCRETE DUE TO PRECOMPRESSIONCreep in Concrete Due to
Precompression



C - ElASTIC ELASTIC SHORTENING DUE TO PRECOMPRESSIONElastic Shortening
Due to Precompression



D - FALL IN TEMPERATUREFall in Temperature

Concrete shrinkage and fall in temperature are common factors for all concrete structures while
the effects of precompression are unique to prestressed concrete systems. The magnitude of
shortening realized in construction typically deviates from design estimates due to a range of
factors which are not easy to rationalize during design. However, the relative contribution of
each of the four causes above is typically consistent.
For illustration purposes, we consider a For a typical parking structure in Southern California
with 70 percent relative ambient humidity and a moderate temperature variation of 40°F, and a
nominal concrete shrinkage strain of 450 in./in. The , the relative contributionss to shortening
of thethe four causes listed above are above factors to slab shortening are as given in Table
12.1. It is noteworthy thatThe vast majority ( two-thirds) of slab shortening is typically due to
concrete shrinkage of concrete. Axial creep and elastic shortening , which are the only direct
consequences of post-tensioning, precipitate and only contribute about one-sixth of total
shortening.

Relative Contribution

Factor
Concrete Shrinkage

(SH)

66%

Creep

(CR)

11%

Elastic Shortening

(ES)

7%

Temperature

(T)

16%

Table 2.1 – Contribution to Shortening

In order to appreciate the magnitude of shortening expected gs which are likely to occur in a
post-tensioned slab, we consider a simple rectangular structure with the same conditions used
to develop Table 2.1. Referring to Figure 2.1, consider the example shown in Figure 1.1. For
for the 200x100 ft slab shown, the anticipated shortening, shortenings- iif free to take place, is
0.8 in. per 100 ft of slab. A widely recognized rule of thumb for preliminary estimates of
unrestrained shortening is ¾ in. per 100 ft of slab. In practice this magnitude of shortening is
rarely realized due to a number of factors, in particular - are estimated at 0.8[ERO1] in. per 100 ft
of slab length[ERO2]. Rrestraint from attachment to supporting structural elements. does not
permit the full realization of Obviously, this shortening cannot materialize in most cases, since
the slabs are commonly tied to supporting structural elements. The The interaction of the slab
with its restraining structural elements supports is the crucial predominant factor in crackthe
formation of cracks.

Figure 2.1

2.2 Restraint to Shortening
We illustrate the impact of restraint to shortening (RTS) through the example structure of Figure
2.1. Assume that the wall and column supports fully inhibit the shortening of the slab. For the
example given in Figure 1.1 For the long direction of the slab, using basic engineering
mechanics the following situation would arise:we calculate:
Modulus of elasticity, E = 3,600,000 psi
Shortening,  = 1.6 in.
Length, L = 200 ft = 2,400 in.

Tension Stress, P/AHypothetical shortening tension = 1 ,067 psi approx + 1000 psi[ERO3]
(HOW IS ABOVE NUMBER CALCULATED? Should show.
Deduction for Precompression due to post-tensioningPT=

- 1150 psi

Net hypothetical tension stress = + 850917 psi (384 psi in the short direction)

The nominal concrete tensile strength is 4√f’c which equates to approximately 250 psi. The
calculated net tension stress in the long direction of the slab substantially exceeds the tensile
strength of the concrete. In reality, the calculated net tension stress is unlikely to be realized.
Supporting walls and columns can never fully restrain a slab. Also, the fundamental creep
behavior of concrete which contributes to shortening also contributes to a reduction in the
effective modulus of elasticity. The final net stresses will be reduced; however, given the
theoretical magnitude of excess tension, cracking should be anticipatedAs the calculated
hypothetical tension of 850 psi exceeds the slab's tensile capacity of approximately 250 psi,
cracks would occur.. One method of releasing the tension generated in the slab is to allow the
slab to move and shorten. [EO4]
Referring toReferring to the breakdown of shortenings in Table 12.1, observe that only about
18% of the calculated shortening is due directly attributable to post-tensioning. The balance of
shortening is common to non-prestressed as well as post-tensionedall concrete slabs. By
proportion, a matching non-prestressed slab would have a nearly identical calculated net
tension stress of 875 psi due to RTS. A similar calculation for the hypothetical tension in a nonprestressed concrete slab having the same parameters as in Figure 1.1 would indicate a
calculated tension of 830 psi, due to shortening effects. Thise close agreement of the calculated
stresses implies that the presence or absence of post-tensioning is not a primary factor in the
initiation of RTS cracks. However, crack propagation is strongly dependent on the type of slab
reinforcement (bonded or unbonded). shows that there is little difference between posttensioned and non-prestressed slabs as far as crack initiation is concerned. However, crack
propagation is fundamentally different between the two types.
Conventional steel reinforcement bonds with the surrounding concrete through the embossed
deformations rolled into the bars. The result, ignoring the small relative slip between concrete
and steel, is strain compatibility between the steel and concrete. The reinforcement distributes
the strain parallel to the bars. Unbonded post-tensioning tendons do not bond with the
surrounding concrete, and there is no strain compatibility between concrete and the tendons.
We find that the fundamental differences in reinforcement characteristics promote the
Pprominent characteristics of restraint cracks in unbonded post-tensioned (PT) slabs as
compared toand the regular non-prestressed reinforced (RC) reinforced concrete are:



(i) Cracks are lesser in number, wider and usually extend deeper into the slab. Cracks
are usually spaced at more than one quarter of the shorter slab span.. Instead of aIn RC
slabs, Aa multitude of hairline cracks, spaced on the order of the slab depth, cracks
fewer cracks form.are common in non-prestressed slabs. Cracks in PT slabs are fewer,
wider, usually extend deeper into the slab, and usually are spaced one quarter or more
of the shorter slab span.

(ii) Cracks are generally wider. They are spaced farther apart and generally extend deeper into
the slab. In regular reinforced concrete the spacing between cracks is of the order of slab depth,
whereas in post-tensioned slabs it is more related to the span length and the overall dimensions
of the slabs. In most cases crack spacing is more than one quarter of the shorter slab span.


(iii) Cracks are normally longer and continuous. Continuous cracks may extend over one
span and beyond. In non-prestressed concreteRC slabs, cracks are generally shorter in
length. Cracks in PT slabs are normally longer and continuous and may extend over
multiple spans.

(iv) Cracks commonly do not coincide with locations of maximum moments. Restraining
Restraint cracks do not necessarily develop at bottom of mid-span or top of supports where the
bending moments are maximum.occur at axially weak locations which do not necessarily (or
commonly) match locations of maximum flexural stress. Examples of such locations are
construction joints, pour strips, bonded reinforcement terminations, slab discontinuities, and
where precompression is reduced. Figure 2.2 [ERO5]compares crack patterns commonly
observed on the soffit of interior panels of two-way slab construction. For the RC structure the
shrinkage cracks coincide with the location of maximum tension.
(v) Cracks occur at axially weak locations. Axially weak regions are typically found at
construction joints; pour strips; cold joints; paths with reduced cross-sectional area ; paths with
fewer bars across the line of potential cracking; at discontinuities in slab; and finally, where
precompression is reduced either due to termination of tendons or friction losses in them. Figure
1.2 compares typical crack patterns on the soffit of an interior panel of a two-way slab
construction. For the regular reinforced concrete structure the shrinkage cracks are shown
coinciding with the locations of maximum tension.

Figure 2.2

RTS cracking in Uunbonded post-tensioned slabs is generally more pronounced than in exhibit
a poorer cracking performancemild-reinforced slabs on account ofdue to a lesser volume of
bonded reinforcement in crack-prone areas. Placement of additional bonded reinforcement in
such areas is one method of controlling crack propagation into well distributed small cracks.
This and other crack control strategies are discussed in later sections of this guide. which
mobilizes the concrete in the immediate vicinity of a crack. Hence, a series of large slab
segments separated by wide cracks rather than well distributed small cracks are produced
unless either the unbonded post-tensioning is accompanied by a sufficient non-prestressed
reinforcement or in-plane restraining actions are present which result in a similar improvement
of the crack distribution.
In the following, the common cracks in SLABS, COLUMNS and WALLS are reviewed.
2.2 CracksCracking from restraint to shortening
2.2.1 Slab cracksCracks
We group slab cracks into two categories, SLAB CRACKS are grouped into OVERALLverall
and LOCALIZEDLocalized cracks. Overall cracks are associated with the global behavior and
interaction of the structural system components and slab geometry effects. Localized cracks
are related to isolated elements such as slab openings.

A - Overall Slab Cracks
The primary causes of overall cracks are:


(i) POOR LAYOUT OF SUPPORTing SUPPORTING Poor layout of columns, shear
walls and other lateral load resisting structural elements

 Connection details between slabs and the lateral load resisting elements and the manner
in which the slab is tied to them
 , and (ii) Slab geometry irregularitiesIRREGULARITIES IN SLAB GEOMETRY.
(i) Figures 12.3 and 12.4 show overall cracks observed in two areas of a highly restrained slab
construction in California [Aalami and Barth, xxxxx][ERO6].

crack formation in two out of many

similar slab conditions investigated by the authors. These examples are representative of many
other slabs having similar crack formation. The slabs are designed as two-way systems The
slabs are ppost-tensioned in both directions and designed as a two-way system according to
Chapter 18 of ACI 318[EO7]. The slabs are rigidly tied to the long walls parallel to the long
direction of the slab. The restraint to free shortening of the slab resulted in full-depth transverse
cracks. The precompression provided by the tendons PT in the longitudinal direction is, in both
cases,has been dissipated into the supporting walls, since the primary transverse cracks extend
across the entire width of the slab and through its thickness. Loss of precompression is
detrimental to the performance of the slab and should be minimized to the extent feasible. In the
two cases exemplified the prime cause of the cracks is the restraining effects of the perimeter
walls.

Figure 2.3

Figure 2.4

Figure 2.5a shows an idealized slab In a slab which is free to moveshorten. , such as is
illustrated in Figure 1.5 (a), tThe tendon force (F) must beisis balanced by the precompression

in the slab developed in the slab to satisfy equilibrium. Based on elementary structural
mechanics, the slab must shorten (strain) to develop compression. In Figure 2.5b, we
introduce rigid but deformable supporting walls. Due to deformation compatibility, some of the
precompression will be diverted into the walls. Equilibrium must still be satisfied, so a smaller
share of the precompression remains in the slab between the walls. Structural performance of
the slab may be impaired.there can be no precompression developed unless the slab can
shorten (strain). If the slab movement is restrained through by rigid but deformable walls or
columns, such asas depicted the walls in Figure 1.5 (b), deformation compatibility will divert a
part of the tendon force F is diverted into the supporting elements.

Figure 2.5

One[ERO8] other common example of overall cracking in slabs is the case of slab on grade with
cross beams as shown in Figure 1.6. The resistance provided by cross beams against slab
movement results in a reduction or elimination of post-tensioning forces in the slab and leads to
crack formation when concrete's tensile capacity is exhausted.

Consideration of cracks at slab geometry irregularities is common to all forms of concrete
construction. (ii) The second major source of overall slab cracks is the IRREGULARITIES IN
SLAB GEOMETRY. Typical eExamples of common slab geometry irregularities occurring in
slabs are shown in Figure 12.7. Stress concentrations at reentrant corners in slabs tend to
result in cracks extending diagonally from the corner. Appropriate detailing strategies to
minimize and control these cracks are discussed later in this guide. If not properly detailed, the
discontinuities at the reentrant comers invariably lead to cracks which may extend as far as a
quarter to one-third of the shorter width at the location of crack.

Figure 2.7
B - Localized Slab Cracks
Figures 12.8 and 12.9 are typical examples of localized cracks in post-tensioned slabs. These
cracks shown normally initiate within the first few days after concrete is placed, and before the
application of post-tensioning. The potential for this type of cracking is among the primary
reasons that PT is stressed as soon as practicable after concrete placement.

Figure 2.8

Figure 2.9

2.2.2 Column crackingCracking
Column cracking is problematic is a number of commonly encountered situations in posttensioned construction. We illustrate a few of these in this section.
A – Short Columns
SHORT Short COLUMNS columns between at split level ramps in parking structures, as
illustrated in Figure 12.10, can develop severe cracks and concrete spalling of concrete due to
the slab shortening of the parking decksat the top and bottom of the column unless provisions
are made to relieve the strain or to toughen the column immediately above and below. A
release detail is conceptually shown in Figure 2.10 wherein bond is broken between the upper
slab and the column while adding The same figure shows a releas e detail with a single central
column dowel connection between the two for prevention of such cracks. For simplicity the
stirrups in the short column are not shown Closely spaced ties should be added to the column
though these are not shown in the figure..

Figure 2.10
B – Rigid Infill Walls
Columns tightly infilled with rigid masonry wallstied to half-height walls often crack due to the
restraining effects of the walls. as Columns infilled with partial-height walls are shown in Figure
12.11 (a). Slab shortening parallel to the walls is especially severe but shortening
perpendicular to the wall is also problematicdevelop similar cracks to the short columns
described in Figure 1.10. The crack formation is especially severe in b Column cracking in beam
supported slabs is generally more problematiceam-slab floor constructions. These problems
can be resolved simply by provision of suitably wide isolation joints between the walls and
concrete structure.Provision of full-height or half-height joints between the walls and the
columns, illustrated in Figure 1.11 (b), are effective methods of mitigating such cracks.

Figure 2.11

C – Long Slabs
Columns at the ends of long slabs, 150 ft or more, may be subject to substantial slab
shortening. Where rigid connections exist between the slab and columns, cracking of the type
illustrated in Figure 2.12 can occur. Additional moments are induced in the column at each end
from the relative displacement between top and bottom of column.End columns of slabs 150 ft
or more in length are particularly susceptible to cracks of the type illustrated in Figure 1.12.

Figure 2.12

D – Multi-Story Construction
The moment generated in the column due to this displacement should be accounted for in the
design of such columns.
Multistory towers are commonly constructed above extending above rigid plaza and belowgrade levels. The plaza levels sometimes serve as transfer levels, enabling offsets in the
column grid. In Figure 2.13, we illustrate , as illustrated in Figure 1.13, generate potential
distress locations in construction of this type. at the junction of the tower to the plaza level.
Typically the shortening at the plaza level is more highly restrained than the upper tower less
than the upper levels due to the restraints from foundations and below grade walls. Above the
first few tower levels above grade, absent substantial building geometry changes, restraint to
shortening is usually less significant as each level is undergoing concurrent shortening. of the
footings and the grade beams which are not commonly post-tensioned. The same figure
identifies the lowest level column of the tower over the footing as another distress location with
a great likelihood of crack formation.

Figure 2.13
E – Oversized Columns
Columns may be oversized in some cases solely for architectural reasons. When these
columns are hard-tied to the slab, substantial restraint to the free shortening of the slab can be
imposed. To reduce the probability of damage and distress, Architecturally sized thick columns
are another source of distress. Figure 1.14 illustrates release details similar to Figure 2.14
developed for such columns and employed successfully on several projectscan be employed.

Figure 2.14

2.2.3 Wall crackingCracking
As with slab cracks, Wwall cracks may also be grouped into overall overall and local localized
categories. The overall cracking illustrated in Figure 12.15 illustratesis the most common type
of wall cracking and is formation due to overall behavior of walls tied to post-tensioned slabs.
The dDiagonal tension cracks shown form at near the ends of the walls due to the movement of
the slab and usually extend over a region having a length of approximately one to two times the
wall heights from the wall end. Methods to mitigate suchSuch cracks can be reduced or
eliminated by design as is discussed later in this guidein section 2.4 (iii) of this paper.

Figure 2.15

Local distresses in walls typically manifests at the leading edges of occur at tips of inadequately
reinforced mmasonry or and concrete walls, s as shown in Figure 12.16, where the slabs and
walls meet. Bonded reinforcement is not present or is ineffective due to inadequate
development length. Masonry walls are typically non-structural and consideration should given
to structurally isolating the slab from the wall with a soft joint. In concrete bearing wall
construction, chamfered edges at the top of the wall can toughen the joint by moving the point of
contact of wall and slab back from the leading edge of the wall. at the comers of openings, and
over the height of masonry columns located at the corners of slabs where the slab movement is
most severe. Such distress locations need to be identified during the design phase and
structural drawings detailed to withstand the anticipated movement prepared.
Disagree that adding reinforcement at corner is effective, there is just not adequate cover[ERO9]

It is observed that, regardless of whether a column or wall supports an unbonded or a nonprestressed slab the restraints exerted by the slab on the supporting member precipitates the
same consequences. The same principles of crack mitigation should be applied to the
supporting members of both types of slab construction.
2.3 Temperature differentialsDifferentials[ERO10]
(new section)Temperature effects are different than the other volume change effects considered
in this report.


Temperature effects are not permanent and follow the variation in temperature of the
slab. The effects are most significant in structures exposed to the atmosphere (such as
most parking structures).



The resulting movement of the slab may be either shortening or elongation depending on
whether the temperature falls or rises.



Temperature effects are normally considered in the completed structure rather than
during construction.



Temperature effects can only be controlled through permanent movement joints.

Consideration of temperature effects entails most of the same considerations as other volume
changes – suitable location of vertical lateral force resisting elements; partitioning of the
structure into shorter segment with permanent expansion (movement) joints.
Design for temperature effects in post-tensioned concrete buildings is normally based on one of
two publications:


“Expansion Joints in Buildings”, Technical Report 65, prepared by the Building Research
Advisory Board of the Federal Construction Council in 1974 (TR65)



PTI’s Design, Construction and Maintenance of Cast-in-Place Parking Structures, 2006
(PTI)

The empirical methodology in TR65 was developed based on field measurements of existing
buildings in the 1940s. The variables considered include structure type and rigidity, exposure
condition, and design temperature. Buildings which have less rigidity or are enclosed (and
temperature controlled) are permitted larger distances between expansion joints. Design
temperature is defined as the larger of the difference between the highest/lowest seasonal
temperatures and the mean construction temperature.
PTI recommendations for expansion joints in exposed parking structures depends on whether
temporary pour strips were provided to alleviate other volume change effects during
construction. Spacing between expansion joints approaches 40% larger in structures with
rather than without pour strips.
Iqbal (“Design of Expansion Joints in Parking Structures”, PTI Journal, Volume 8 No. 1, July,
2012) prepared the chart in Figure 2.16 comparing the expansion joint recommendations in PTI
(References 5 and 6 in the figure) and TR65 (Reference 4 in the figure).

Figure 2.16


2.4 Summary Remarks
Restraint to shortening should be a consideration in all framed concrete construction, whether
prestressed or not. Cracking should be anticipated in the presence of high restraint, and the

same principles of crack mitigation should be

applied.
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Q.1 OVERVIEW
In post-tensioned construction, the tendons are stressed and anchored after the concrete member they are embedded in has
developed sufficient strength (Fig. Q.1-1a). The tension in the tendons results in an equivalent compression in the
concrete, which causes the member to shorten (Fig. Q.1-1b). In most applications, the tendons are profiled so that they
also exert a vertical force on the member (Fig. Q.1-1c). the vertical force results in a bending moment in the member;
the tendon profile is usually selected to counteract the bending of the member under selfweight, thus reducing the bending
under normal loading. This Technical Note deals with the shortening of a post-tensioned member caused by the
precompression; the possible restraint of the member’s supports to shortening; the possibility of crack formation in the
member from this restraint; and finally the evaluation of restraint cracks.
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FIGURE Q.1-1 Basics of Post-Tensioning Construction
Because concrete is not a completely rigid material, the post-tensioning force P will compress a free-standing concrete
member, and shorten it. The compressive stress f resulting in the member from the application of the force P leads to the
member’s shortening u. The relationship between the compressive stress in the member and its shortening is governed by
the material properties of the member and is generally similar to Fig. Q.1-2a .
.

FIGURE Q.1-2 Precompression and Shortening
In actual construction, post-tensioned members such as floor slabs and beams are supported on walls and columns. These
supports can restrain the free shortening of the member when the tendons are stressed. Unless the member is allowed to
shorten, as shown in Fig. Q.1-3, it will not receive the full amount of precompression from the stressed tendons. In theory,
if the supports prevent any shortening (part b of the figure), the entire post-tensioning force will be diverted to the
supports, leaving the member with no precompression. Failure to account for restraint from the supports can lead to
cracking. Apart from possible aesthetic objections, these restraint cracks can cause leakage, and expose the reinforcement
to the corrosive elements. More importantly, restraint cracks can reduce the contribution of the post-tensioning tendons to
the strength capacity of the member.
The extent of the restraint cracking in a post-tensioned member depends on a number of factors, including the stiffness of
the supports. Figure Q.1-4 illustrates two extremes. In part (a) a post-tensioned member on very flexible supports shortens
under the precompression, forcing the supports to follow the member’s moment. This can result in cracking of the
supports. At the other extreme, a member on very stiff supports will be restrained against in-plane shortening and can
develop restraint cracks as it shortens (part b of the figure).

TN451 - 3

Technical Notes

FIGURE Q.1-3 Restrained and Unrestrained Members

FIGURE Q.1.4 Effects of Support Restraint on Member Cracking
Where supports are flexible, cracking is likely to occur at supports;
stiff supports lead to cracking in the slab
Cracking due to restraint from the supports is generally most pronounced at the first level of a structure, due to the
restraint from the foundation; there is less cracking at higher levels. Experienced design engineers are aware of the
possibility of restraint cracking and its consequences; they use a number of measures to allow the post-tensioned member
to shorten, while minimizing the effects of cracking in either the member or its supports.
The first step in designing for shortening and restraint cracking of a post-tensioned member is to either calculate or
estimate the anticipated long-term shortening. Section Q.2 outlines a computational procedure to determine the long-term
shortening of a post-tensioned member. Section Q.3 discusses the details commonly used to reduce the potential for
restraint cracking. Section Q.4 provides a guideline to estimate shortening for preliminary design and goes through two
examples that illustrate the practical aspects of design for crack mitigation. Section Q.5 describes the consequences of
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restraint cracks on the safety of a post-tensioned member and highlights the significance of the type of post-tensioning
(bonded or unbonded).
Q.2 COMPUTATION OF SHORTENING
The long-term shortening of a post-tensioned member is primarily the result of:
v
v
v
v

Shrinkage;
Creep;
Elastic shortening; and
Temperature change.

Much is available in the literature on the contribution of each of the above parameters and the interactions among them.
Most of the literature on shortening of concrete members is based on test specimens observed in the controlled
environment of research laboratories. The environment of an actual structure will not match that of these test specimens,
however. While it is possible to estimate shortening by taking a test specimen from the concrete of the actual structure and
curing it in the same environment as the structure, this is not often done. Testing would provide useful data for other
structures under the same conditions but would not help with design of the structure being tested. The typical practice is to
start with the base values observed in the laboratory specimen and adjust them to reflect the conditions of the actual
structure. The adjustment is done by applying various correction factors, each of which accounts for one of the variations
between the environment of the actual structure and the environment of the standard test specimen.
Much is available in the literature on the contribution of each of the above parameters and the interactions among them.
Most of the literature on shortening of concrete members is based on test specimens observed in the controlled
environment of research laboratories. The environment of an actual structure will not match that of these test specimens,
however. While it is possible to estimate shortening by taking a test specimen from the concrete of the actual structure and
curing it in the same environment as the structure, this is not often done. Testing would provide useful data for other
structures under the same conditions but would not help with design of the structure being tested. The typical practice is to
start with the base values observed in the laboratory specimen and adjust them to reflect the conditions of the actual
structure. The adjustment is done by applying various correction factors, each of which accounts for one of the variations
between the environment of the actual structure and the environment of the standard test specimen.
v The effects of each of the shortening components are independent from one another and can be estimated on their
own.
v The parameters of the structure are within the applicable range of the suggested correction factors. These are:
§ Concrete weight: W= 140 – 155 pcf (2300 - 2600 kg/m3)
§
§

Concrete strength (28 day cylinder): f’c = 3000 to 6000 psi ( 21 to 40 MPa )
Average precompression: P/A = 100 to 350 psi (0.8 to 2.40 MPa )

The total shortening of a post-tensioned member meeting the above criteria can be expressed as follows:
a= L ( ES + SH + CR + TEM )

(Exp Q.2-1)

Where,
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a
CR
ES
L
SH
TEM

= total shortening;
= creep shortening strain;
= elastic shortening strain;
= length of the member; and
= shrinkage shortening strain; and
= strain due to drop in temperature.

The creep and shrinkage values obtained through laboratory tests are referred to as the “base shrinkage strain” SHo and
“base creep coefficient” CRo. Strain is a dimensionless quantity, with units of length/length (inch/inch or mm/mm).
Because strains are typically quite small, they are usually measured in micro-strains, where a micro-strain is a strain of 1 ´
10-6.
The base shrinkage strain reflects the total reduction in length over the original length of the concrete specimen if the
specimen is allowed to freely shorten over an infinite length of time, under constant pre-defined ambient conditions. The
base creep coefficient is the ratio of the long-term shortening to the elastic shortening of a concrete specimen that is
loaded at a given age and allowed to shorten without restraint under controlled ambient conditions.
Q.2.1 Shortening from Shrinkage
Shrinkage is caused by the loss of moisture from the concrete and is independent of applied stress. In most cases,
shrinkage is the largest contributor to floor shortening. In the absence of laboratory tests or code-recommended values,
the base shrinkage strain (SH0 ) can be assumed to be 500 to 600 micro-strain for water-to-cement ratios between 0.4 to
0.45.
The base shrinkage strain must be adjusted for the ambient relative humidity ( kRH ) and the volume-to-surface ratio of the
member ( kv/ s ).

SH = SH0 ´ kRH ´ kv/ s

(Exp Q.2.1-1)

Adjust the base shrinkage strain by the coefficient kRH given in the following Table.
TABLE Q.2.1-1 Factors for Correction of Base Shrinkage for Relative Humidity (T188)
Relative
40
50
60
70
80
90
Humidity
1.43
1.29
1.14
1.00
0.86
0.43
k
RH

100
0.00

Members with higher volume-to-surface (V/S) ratios will lose less moisture and therefore tend to shrink less. Solid flat
slabs, for example, will shrink less than waffle slabs. The recommended base shrinkage strain is based on a volume-tosurface ratio of 1.5 inch (38 mm). Use the following relationships to adjust the base shrinkage for other cross-sections:
The base shrinkage strain recommended was based on a volume to surface ratio equal to 1.5 inch (38 mm). Use the
following relationships to adjust the base shrinkage for other cross-sections:
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kv/ s = [1064 – 94(V/S)]/923

US units (V/S is calculated in inches) (Exp Q.2.1-2)

kv/ s = [1064 – 3.7(V/S)]/923

SI units (V/S is calculated in mm) (Exp Q.2.1-3)

The surface area used in determining the volume to surface area should include only the area that is exposed to
atmospheric drying. For poorly ventilated enclosed cells, only 50% of the interior perimeter should be used in calculating
the surface area.
Example: Q.2.1-1
Calculate the volume to surface ratio of the following sections:
(i) Slab of uniform thickness h

FIGURE Q.2.1.1-1 Member with Uniform Thickness
For a strip of unit width:

V S = (1 ´ h ) / ( 2 ´ 1) = h 2
Hence, for a 10 in. (250 mm) slab, V S = 5 in. (125 mm)
(ii) Waffle slab with the following dimensions for each waffle:

FIGURE Q.2.1.1-2 Section; Waffle Slab
Given
Width
Depth
Stem width
Flange depth

= 1000 mm (40 in.)
= 500 mm (20 in.)
= 250 mm (10 in.)
= 100 mm (4 in.)
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Solution
V
= 1000 ´ 100+250 ´ 400 = 200000 mm2
S
= 1000 ´ 2+400 ´ 2 = 2800 mm
V/S
= 200000/2800 = 71.43 mm (2.81 in.)
Example Q.2.1-2
For a base shrinkage strain of 550 micro strain, what is the long-term shrinkage strain ( SH) of a 250 mm (10 in) slab of
uniform thickness at a location with an ambient relative humidity H=80% .
Shrinkage strain,

SH = SH0 ´ kRH ´ kv/ s

SH0 = 550 ´ 10 -6
kRH = 0.86

[From Table Q.2.1-1]

V/S = h/2 = 250/2 = 125 mm (5 in.)
kv/ s = [1064 – 3.7 (V/S)]/923=
= [1064 – 3.7 ´ 125]/923 = 0.65
kv/ s = [1064 – 94 (V/S)]/923=
=[1064 – 94 ´ 5]/923 = 0.64

SI units (mm)
US units (inch)

Shrinkage strain, SH = 550 ´ 10-6 ´ 0.86 ´ 0.65 = 307 ´ 10-6
Q.2.2 Shortening from Creep
Creep is primarily a function of applied stress. Creep shortening of concrete under a sustained load is generally between
1.5 to 4.0 times the initial elastic shortening; the actual value is predominantly dependent on the age of the concrete when
the load is applied. The base creep coefficient, CR0 generally used for the post-tensioned floor systems in the US, where
tendons are typically stressed to their full value three to four days after the concrete is cast, is 2.0. An upper bound value
of 2.5 is recommended.
The base creep coefficient CR0 selected for a floor system must be modified to account for the particulars of the building
under consideration.

CRc = CR0 ´ K( PT ) ´ k f ´ kcRH ´ kc
Where,
CRC
CR0
K(PT)
kf

= creep coefficient;
= base creep coefficient;
= correction factor for the average precompression from post-tensioning;
= correction factor for concrete strength;
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kcRH
kc

= correction factor for the ambient humidity; and
= correction factor for volume to surface ratio.

The correction factor K(PT) is 1.0 for the average precompression values commonly used in buildings (125 to 300 psi;
0.84 to 2 MPa) and the commonly used concrete strengths. This simplifies the calculation of shortening due to creep
effects to the following:

CRc = CR0 ´ k f ´ kcRH kc (Exp Q.2.2-2)
The other correction factors are:
kf =

1

fi
0.67 + c
9
62
kf =
42 + f c'

(US units; fci in ksi) (Exp Q.2.2-3)

(SI units, fci in MPa) (Exp Q.2.2-4)

kcRH = (1.58 - H 120 ) (Exp Q.2.2-5)
Where, H is the ambient relative humidity at project location.
The primary impact of the volume-to-surface ratio on creep shortening is during the first few months, when the creep of
concrete is more significant. The impact of volume to surface ratio on the long-term creep of a member is not as
significant. The following relationships give the adjustment to the base creep coefficient:
é 1.80 + 1.77e -0.54( V S ) ù
kc = ê
ú
2.587
ë
û

(US units; in.) (Exp Q.2.2-6)

é 1.80 + 1.77e -0.0213( V S ) ù
kc = ê
ú (SI units; mm) (Exp Q.2.2-7)
2.587
ë
û

Q.2.3 Elastic Shortening
Elastic shortening is an immediate response of a member to compression. To estimate elastic shortening, the
precompression is calculated using the average force of the tendons over the length of a member divided by the member’s
cross-sectional area tributary to the tendons. In practice, the average force over the design strip 3 is used in the calculation.
Average strain due to elastic shortening is:

3

A design strip would be a beam with its entire tributary or a line of column supports with their tributary area on either side.
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ES = ( P A ) Eci (Exp Q.2.3-1)
Where,
ES
P

= total strain due to average elastic shortening;
= average value of prestressing force allowing for friction losses, but not long-term
stress losses4;
= cross-sectional area of the member’s tributary; and
= modulus of elasticity of the concrete at the time of stressing.

A
Eci

A. Designs Based on US Codes. There are two methods commonly used.
For design in the US, Eci is typically calculated as 5:
Eci = 33Wc1.5

fci'

in US units

f ci' = compressive strength of concrete cylinder at time of stressing, psi;
Wc = weight of one cubic ft of concrete, between 90 and 155 lb/ft 3 ; and
Eci = modulus of elasticity of concrete at day of stressing, psi.
In SI units the relationship is:
Eci = 0.043Wc1.5

f ci'

(Exp Q.2.3A-2)

Where,
Eci is in MPa; Wc in kg/m3 and f ci' in MPa
Usually the cylinder strength at stressing will be known; most project specifications prohibit stressing the tendons until the
concrete reaches a minimum cylinder strength specified in the project’s specifications. If the cylinder strength at
stressing is not available, the following relationship can be used to estimate f ci' :
f ci' =

1.45t 0.75 '
fc
t 0.75 + 5.5

(Exp Q.2.3A-3)

B. Design Based on European Code EC2: Using EC2 the modulus of elasticity of concrete cylinder at 28 days Ec is
given by:

4

When tendons are stressed one after the other, the force in previously stressed tendons will decrease as subsequent tendons are
stressed and cause elastic shortening of the member. Since the relationship is based on average precompression, it is not necessary to
adjust for the stressing sequence.
5
ACI 318-11, Section 8.5.1
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é( f + 8 ) ù
Ec = 22 ´ 10 3 ê ck
ú
ë 10 û

0.3

in SI units (Exp Q.2.3B-1)

The modulus of elasticity on day (t) is given by:
0.3

é f (t )ù
Ec ( t ) = ê cm
ú Ec
ë f ck + 8 û
Where.

in SI units (Exp Q.2.3B-2)

28 0.5 ù ü
ïì é
f cm ( t ) = exp ís ê1 - (
) ú ý( f ck + 8 ) (Exp Q.2.3B-3)
t
ûþ
îï ë
fcm(t)
t
s

= mean compressive strength of concrete cylinder on day “t;”
= age of concrete in days; and
= a coefficient which depends on the type of cement, (this is 0.2 for most
common cements).

Q.2.4 Temperature Effects
Temperature effects are reversible, depending on whether there is a rise or fall in temperature. As a result, they are
generally not considered when calculating the long-term shortening of a floor slab. However, in cases of exposed
structures such as parking garages where there are seasonal extremes in the temperature, the effects can be quite
significant and should be accounted for. The changed in the length of a member is given by:

d = L ´T ´a

(Exp Q.2.4-1)

Where,
d = change in length;
T = change in temperature (degrees F or C); and
a = coefficient of thermal expansion.
In the absence of more precise data, the coefficient of thermal expansion of concrete can be taken as:
α = 6.0 ´ 10-6 /Fo
α = 10.1 ´ 10-6 /Co
Q.2.5 Shortening Example
Estimate the long-term shortening of the following post-tensioned slab.
GIVEN
Concrete
Slab thickness

5000 psi
8 inch

(34 MPa)
(200 mm)
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Length of the slab
Relative humidity H
Average precompression
Stressing day
Seasonal change in temperature

100 ft
75%
150 psi
3 day
25 F o

(30 m )
(1.0 MPa)
(3 day)
(14Co)

REQUIRED
Total long-term unrestrained change in length
In the absence of more accurate data, the following somewhat conservative assumptions can be used for the base values 6.
These values are applicable for most areas, unless the concrete is of poor quality, in which case higher values are
recommended.
Base shrinkage strain

SH0 = 600 ´ 10-6

Base creep coefficient

CR0 = 2.5

Elastic shortening strain, ES:

ES = ( P A ) Eci
The concrete strength at stressing (f’ci) is not known so must be estimated from its specified (28-day) strength.
f ci' =

1.45t 0.75 '
fc
t 0.75 + 5.5

f ci' =

1.45 ´ 3 0.75
5000 = 2124 psi (14.64 MPa)
30.75 + 5.5

Eci = 33 ´ 1501.5 2124 = 2794010 psi (19264 MPa)
Hence, the elastic shortening strain of the slab is:

ES = ( P A ) Eci
ES = 150 /2794010 = 54 ´ 10 -6
Shrinkage shortening strain, SH:

SH = SH0 ´ kRH ´ kv/ s
6

For structures in USA, and where strict quality control is exercised, assume base creep coefficient = 2 and base shrinkage strain =
400 micro strain

TN451 - 12

Technical Notes

From table Q.2.2-1, the correction for relative humidity H= 75% is interpolated from the given values.
kRH for 70% = 1.00
kRH for 80% = 0.86
kRH 75 = 1.00 – 0.5 (1.00 – 0.86) = 0.93
Correction for volume-to-surface ratio:
V/S = 0.5 ´ 8 = 4 in. (0.5 ´ 200 = 100 mm)
The correction factor k v/s is:
k v/s = [1064 – 94 ´ 4 ]/923 = 0.75

US units

k v/s = [1064 – 3.7 ´ 100)]/923 = 0.75

SI units

Hence the long-term shrinkage strain is:
SH = 600 ´ 10-6 ´ 0.93 ´ 0.75 = 419 ´ 10-6
Creep shortening strain, CR:
CR = CRc ´ ES

CRc = CR0 ´ k f ´ kcRH ´ kc
Correction for concrete strength kf ;
f’c = 5000 psi (34 MPa)
kf = 1/( 0.67 + 5/9 ) = 0.82 (US units)
kf = 62/( 42 + 34 ) = 0.82 (SI units)
Correction for relative humidity
kcRH = (1.58 – H/120)
kcRH = (1.58 – 75/120) = 0.96
Correction for the volume-to-surface ratio:
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V/S = 0.5 ´ 8 = 4 in.

(0.5 ´ 200 = 100 mm)

The correction factor kc is:
kc = (1.80 + 1.77 ´ e -0.54*4 )/2.587 = 0.77 (US units)
kc = (1.80 + 1.77 ´ e -0.0213*100 )/2.587 = 0.78 (SI units)
Having obtained the correction factors, the creep coefficient is given by:
CRC = 2.5 ´ 0.82 ´ 0.96 ´ 0.78 = 1.54
CR = CRc ´ ES = 1.54 ´ 54 ´ 10 -6 = 83 ´ 10 -6
Total shortening, without taking temperature effect into account:
a= L ( ES + SH + CR )
a = 100 ´ 12 ´ (54 + 419 + 83) ´ 10 -6 = 0.67 in. (17 mm)
Temperature effect:

d = L ´ T ´ a = 100 ´ 12 ´ 25 ´ 6.0 ´ 10-6 = 0.18 in. (4.6 mm)
Total shortening including temperature effect:
= 0.67 + 0.18 = 0.85 in. (22 mm)
Q.2.6 Estimate of Short-Term Shortening
The short-term shortening of a post-tensioned member can be important when designing for crack mitigation. The amount
of shortening at a given time can be estimated from the expected long-term shortening. For the shortening due to creep
and shrinkage the following graph can be used [PTI, 1988].
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FIGURE Q.2.7-1 Variation of the Combined Creep and Shrinkage Shortening with
Time for Typical Post-Tensioned Members (P569)
Q.2.7 Short-Term Shortening Example
If the long-term shortening of a 150-ft (45.72-m) slab is estimated to be 1.25 in. (32 mm), what is the anticipated
shortening on day 10 and day 28?
Referring to Fig. Q.2.7-1, the percentage of the shortening due to creep and shrinkage that have taken place by day 10 and
day 28 are 24% and 43% respectively. Hence, the estimated shortening will be:
At 10 days: Shortening = 0.24x1.25 = 0.30 in. (8 mm)
At 28 days: Shortening = 0.43x1.25 = 0.54 in. (14 mm)
The amount of shortening that takes place between the day 10 and day 28 is:
Incremental shortening = 0.54 – 0.30 = 0.24 in. (6 mm)

Q.3 MITIGATION OF RESTRAINT CRACKS
This Section describes the steps that post-tensioning design engineers use both to allow for the shortening of posttensioned members in their designs and to minimize the effects of restraint cracks.
There are various detailing options for construction that can reduce the potential of crack formation. The selection of the
proper detail depends, among other factors, on the amount of the anticipated shortening. Crack mitigation design has
developed from the practice of design engineers over the years, and the observation of satisfactory performance of the
post-tensioned floors where the details were used. The procedure is strictly empirical – that is to say, it is not derived
from the principles of mechanics of solids.
Q.3.1 Assumptions and Overview
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The principal assumptions for crack mitigation design of post-tensioned floors are:
v The shortening of a post-tensioned member is a time-dependent phenomenon. Under typical conditions, it will be at
least two years before a post-tensioned member can be considered to have undergone its design-significant shortening.
In typical construction, it is not practical for a post-tensioned member to be released from its supports long enough for
the member to fully undergo its anticipated shortening. Where support restraints are significant, it is acceptable to
allow occasional cracks.
v An acceptable limit (0.25 in.; 6 mm) to restraint shortening is established. The limit is the amount of computed
movement of any point on a slab or beam that can be prevented from taking place because of restraint from the
supports. In other words, if the computed long-term movement of any point on a post-tensioned member relative to its
support does not exceed 0.25 in. (6 mm), the performance of the member with respect to shortening is deemed
acceptable.
v For design purposes, the supporting walls are assumed not to shorten horizontally in the plane of the wall, but are free
to bend normal to their plane
v Once a slab is tied to a wall, it is assumed that the slab’s shortening parallel to the wall is fully restrained.
It is re-iterated that the above assumptions, as well as the methods of calculation and detailing that will be discussed, are
empirical.
Consider the following example to illustrate the point. Figure Q.3.1-1a shows a post-tensioned floor slab of a podium
construction that stretches over two levels of parking to serve two high rise towers one at each end. Recognizing the
restraint of the towers and the perimeter walls to the free shortening of the post-tensioned slab between them, delay strips
as marked on part (b) of the figure were provided. Delay strips – discussed in detail in Section Q.3.3.3.A – are gaps about
3 ft (1 m) wide that are left open between two segments of a post-tensioned slab, while the rest of the slab is cast. The
objective of a delay strip is to allow the member on each side of it to undergo a certain amount of shortening, before the
gap is filled to establish the continuity of the two segments on each side. Figure Q.3.1-2 shows an example of a delay strip
in construction and after closure.

A

(a) Podium slab with towers on each side (P740)

(b) Identification of delay strips on slab (P741)

FIGURE Q.3.1-1 Post-Tensioned Slab with Delay Strips to Mitigate Cracking
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(a) Delay strip in preparation using grouted tendons (P746)

(b) Delay strip closed and completed (P757)

FIGURE Q.3.1-2 Example of a Delay Strips before and after Closure
The question commonly facing a design engineer is “How long does the delay strip have to be left open ?” An open
delay strip often hinders the progress of construction; contractors typically want to close the delay strip gaps as soon as
possible.
As an example of how to determine this timing, consider delay strips ‘A’ in part (b) of the figure. Using the shortening
calculations outlined in Q.2, it is determined that the total long-term shortening of the concrete pour identified by the
delay strips is 0.84 in. (21 mm); the shortening of each segment will thus be 0.42 in. (11 mm). This is more than the 0.25
in. (6 mm) that is deemed acceptable. The delay strip must remain open until all but 0.25 in. of the shortening on either
side of the strip has occurred. The following explains the calculation:
Total shortening on either side of the delay strip = 0.42 in. (11 mm)
Restrained shortening to be allowed = 0.25 in. (6 mm)
Shortening to take place, before closing the delay strip = 0.42 – 0.25 = 0.17 in. (4 mm)
Ratio of unrestrained shortening to total shortening = 0.17/0.42 = 0.41 = 41%
The delay strip has to remain open until 41% of the anticipated long-term shortening of the slab segments has taken place.
Referring to Fig. Q.2.7-1, this corresponds to about 25 days, at which time approximately 41% of the computed
shortening will take place. Thus, the delay strip should remain open for 25 days.
Q.3.2 Characteristics of Restraint Cracks
Cracking is initiated when the stress in the concrete exceeds the concrete’s tensile strength. Once initiated, the propagation
and extent of cracking depends on the cause, as well as the detailing of the reinforcement at the crack location. For posttensioned floor systems, three distinct crack types can be identified. These are: (i) plastic shrinkage cracks - shallow,
closely-spaced irregular surface cracks caused by the shrinkage of improperly cured concrete (Fig. Q.3.2-1a); (ii) restraint
cracks from the resistance of the supports to free shortening of the member; and finally (iii) strength cracks that occur
when the applied moment exceeds the cracking moment of a section.
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There are typically fewer restraint cracks than the other two types, particularly when unbonded tendons are used. The
restraint cracks are generally wider, spaced farther apart and extend deeper into the slab than the other two types of cracks.
In many cases, restraint cracks extend through the entire depth of a slab (Fig. Q.3.2-1 and 2).

(a) Shallow plastic shrinkage cracks (P753)

(b) Restraint crack, long and few in number (P751)

FIGURE Q.3.2-1 Plastic Shrinkage and Restraint Cracks

FIGURE Q.3.2-2 Plan of Reflected Ceiling; Cracking in Post-Tensioned and Conventionally Reinforced Slabs
In conventionally-reinforced concrete slabs, the spacing between the cracks is on the order of slab thickness, whereas in
post-tensioned slabs the spacing is usually on the order of the length or width of the panel. In most cases, there is only
one crack per panel in a post-tensioned slab. If there is more than one crack, the cracks are typically spaced at least onequarter span apart. Restraint cracks in post-tensioned slabs typically do not occur at the locations of maximum moments,
such as midspan or face of supports. They usually occur at axially weak locations like construction joints, delay strips,
and where there are fewer reinforcing bars, such as at the end of the top bars over the supports.
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Figure Q.3.2-3 shows two examples of typical restraint cracks in podium slabs constructed with unbonded tendons. In
each case, the slab is the first elevated floor above the foundation. The long cracks shown extend through the entire depth
of the slab. A significant portion of the post-tensioning in the longer direction has been diverted to the walls on the longer
sides leading to a total loss of precompression in the left-right direction between the two long cracks (part b of the figure).

(a) View of reflected ceiling
(b) View of reflected ceiling
FIGURE Q.3.2-3 Plan of Reflected Ceiling; Restraint Cracks in Post-Tensioned Slab (Village Serramonte, CA)
Cracks due to local concentration of stresses at discontinuities (Fig. Q.3.2-4) in slab geometry can be reduced in width and
number by addition of trim bars, but are difficult to fully eliminate, if the discontinuity is a cold joint between two
segments of a post-tensioned slab. Figure Q.3.2-5 is view of a discontinuity in a post-tensioned ground-supported slab.
The addition of a large number of trim bars at the corners reduced the extent of the cracking, but did not fully eliminate it.
Obviously, the slab has to crack before the trim bars can be effectively mobilized to control the width and extent of
cracking. The same condition would apply to suspended slabs.

FIGURE Q.3.2-4 Cracking from Stress Concentration at Discontinuities (PTS652)
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(a) Trip bars at construction joint (P758)

(b) Crack formation at construction joint (P759)

Q.3.2-5 Crack Formation at Discontinuities (Belly Rast Logistics Center; Moscow)
Cracks formed in a post-tensioned slab because of insufficient strength will be different from those caused by support
restraint. They will also be different from those formed in a conventionally reinforced slab because of insufficient
strength. As illustrated in Fig. Q.3.2-6, cracks due to shortfall of strength in post-tensioned slabs will be fewer in number
than the corresponding conventionally reinforced slabs; will form at the locations of maximum demand in bending; and
will not extend through the depth of the slab. In addition, strength cracks in post-tensioned members are often
accompanied by noticeable deflections – a condition that is generally absent where cracking is due to restraint of supports.
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(b) Post-tensioned slab (Glendale CA)

(a) Conventionally reinforced slab

Q.3.2-6 Plan of Reflected Ceiling; Crack Formation at Slab Soffit due to Shortfall in Strength

Q.3.3 Crack Mitigation Options
The options available for crack mitigation can be categorized as follows:
1 – Favorable layout
2 – Structural separation
3 – Delay (closure) strips; joints; favorable pour sequence
5 – Permanent released connections
6 – Other released connections
7 – Detailing
It is emphasized, as will be discussed in Section Q.4.2, that these crack mitigation schemes are only necessary for the
lower levels of a multi-story post-tensioned building. Crack mitigation may be necessary for the first, and possibly second
and third levels above the foundation.
Q.3.3.1 Favorable Layout
Ideally the building can be designed with recognition of the shortening that will occur in the post-tensioned members and
the supports will be located so as to minimize the restraint. But, while a desirable option, this is seldom possible. Fig.
Q.3.3.1-1 shows support layouts that are favorable for crack mitigation and those that provide significant restraint to slab
shortening,
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FIGURE Q.3.3.1-1 Examples of Favorable and Unfavorable Arrangemnets of Shear Walls
for Mitigation of Restraint Cracks at Lower Levels of High Rise Buildings (P754) (PTS654)
Q.3.3.2 Structural Separation
In some cases, it may be necessary to divide very large slabs into segments using permanent, structural separations. The
following guidelines are suggested [Aalami, et al 1988].
v Unless special provisions are made, limit the length of contiguous post-tensioned slabs to 375 ft (114 m). For slabs
longer than 375 ft (115 m), provide a structural separation to reduce the potential for restraint cracks;
v For slabs longer than 250 ft (76 m), but not exceeding 375 ft (114 m), provide a central delay strip (closure pour); and
v For slabs or slab regions shorter than 250 ft (76 m), design the slab for the anticipated long-term shortening.
Figure Q.3.3.2-1 is an example of a structural separation (a physical gap separating two slab regions) for a long slab. Slabs
with an irregular geometry are particularly vulnerable to cracking when restrained by supports. Figure Q.3.3.2-2a shows a
small slab area appended to a larger rectangular shaped region. The structural separation shown in the figure between the
two post-tensioned slab regions is designed to reduce cracking.
Structural separations are similar to expansion joints designed for temperature changes or separations designed to
minimize damage from seismic events. The primary difference is that restraint separations are not required once the bulk
of the slab shortening takes place (typically a period of several months). Thus restraint separations do not have to be
designed to remain open and functional throughout the life of the structure. Also, restraint separations do not have to be
continued through the entire height of the building; typically, two to three levels above the foundation will suffice.
Seismic and temperature separations, on the other hand, should extend through the entire height of the building.
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FIGURE Q.3.3.2-1 Plan; Structural Separation in a Long Post-Tensioned Floor Slab (P760)

(a) Separation between large areas forming an
(b) Floor plan with an appendix restrained to
unfavorable floor plan for free shortening
follow overall shortening (PTS655)
FIGURE Q.3.3.2-2 Plan: Structural Separation between Geometrically Separated Slab Plans
Q.3.3.3 Delay (closure) strips; joints; Favorable pour sequence
The following describes the features of each of the crack mitigation schemes listed. An example demonstrates the
application of each scheme.
A. Delay Strips: also referred to as closure or pour strips are temporary separations of approximately 36 in. (1 m)
between two regions of slab which are constructed and post-tensioned separately. The width of the gap is to accommodate
the length of the jacks that are generally used to stress the live end of the tendons that terminate on each face of the strip.
Where tendons need not be stressed from the opening of the gap, the width of the delay strip can be much shorter. In this
case, the gap will be wide enough to provide structural continuity between the overlapping reinforcement that extends
from each side into the gap.
Cast regions on either side of the delay strip are allowed to shorten independently. Once the anticipated shortening has
taken place, the gap between the two regions will be cast. Non-shrink concrete is preferred in filling the gap. The
overlapping reinforcement that extends from the concrete slab into each side into the delay strip provides the structural
continuity of the slab over the strip once the floor is placed in service. Figures Q.3.3.2A-1 and 2 show construction views
of the several delay strips.
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(a) Delay strip after concrete on one side is
(P762)

(b) Delay strip after concrete on both
sides has been cast (P764)

FIGURE Q.3.3.2A-1 Delay Strips in Construction

FIGURE Q.3.3.2A-2 Delay Strips in Podium Slab Joining a High Rise to Mitigate
Crack Formation (P813)
If the support layout is such that the panels are all of approximately equal size, pour strips are typically located at the
quarter span of a panel, because this is where the moment is the smallest (Fig. Q3.3.3A-2). The tendons are anchored at
the centroid of the slab on each face of the strip. The tendon profile within the segments on either side of the gap should
be as close as possible to the profile of the typical spans. Fig. Q3.3.3A-3 shows a computer model of the tendon
arrangement at a delay strip. The short quarter-span overhang does not have to be supported, but the tip of the threequarter span segment should be propped until the strip is cast and cured. Depending on the amount of post-tensioning, the
short overhang will tend to rise, while the propped segment will tend to deflect downwards. In theory, there will be a lack
of alignment between the two sides of the gap but in most slabs, the lack of alignment will be within construction
tolerances.
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FIGURE Q3.3.3A-2 Suggested Delay Strip Location of Layout
with Equal Spans (PTS656)

Delay strip

FIGURE Q3.3.3A-3 Example of a Tendon Layout with Delay Strip at Quarter Span, Showing the Overhang and LongSpan Tendon Profile (P764)
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When the support layout results in different span lengths, the closure strip should be positioned in the middle of a short
span, if possible (Q3.3.3A-4). The tendons from each side will again be anchored at the mid-depth of the slab; both slab
edges should be propped until the gap is cast and cured.
Figure (Q3.3.2A-5) is an example of a delay strip located at mid-span. If the objective of the delay strip is to allow
shortening of the slab and reduce cracking, it is generally not necessary to continue the delay strip through all levels of a
multi-story building. Two to three levels will typically be adequate. If the objective is to provide access for stressing
tendons, the delay strip will be required on all levels where such access is required.

FIGURE Q3.3.3A-4 Suggested Delay Strip Location of and Tendon Layout
for Panels with Unequal Spans
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FIGURE Q3.3.3A-5 Example of Delay Strip Positioned
in Middle of a Span (P???)
Strictly speaking, the reinforcement of a delay strip falls in the realm of “phased construction”, where the design
recognizes that the structure is constructed and subjected to load in more than one configuration – in this case selfweight
and live load. There is commercially-available software 7 that handles the phased construction aspect of the delay strip,
including allowance for the shortening that takes place while the gap is open. However, for common building
construction, design engineers typically model the tendons as terminating at the delay strip (Fig. Q3.3.3A-3); design the
member with the delay strip closed; determine the demand actions (moments, shears) across the gap; and design for them
using conventional reinforcement. Fig. Q3.3.2A-6 shows the generic detail used for a delay strip in a post-tensioned slab
with unbonded tendons.
Figure Q3.3.2A-7 shows a delay strip between a perimeter wall and a slab post-tensioned with bonded tendons. The delay
strip runs parallel to the wall temporarily separating the floor slab from its support.

7

ADAPT-ABI www.ADAPTsoft.com
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FIGURE Q3.3.3A-6 Typical Detail of a Delay Strip for Unbonded Tendon
Construction (PTS658)

FIGURE Q3.3.3A-7 Delay Strip next to a Perimeter Wall Designed to Allow Stressing (P770)
B. Joints: Construction joints are separations that break an otherwise contiguous concrete slab into two concrete
placements. One side of the joint is cast and allowed to cure before the adjoining part is placed. Once both sides are cast,
the slab is intended to respond as a continuous member in resisting the applied loads. A construction joint (shown in Fig.
Q3.3.3B-1a) differs from a cold joint in that (i) it is an intentional joint as that divides a large slab area into manageable
pour sizes as opposed to the location at which a concrete batch is finished and (ii) there may be a delay of three to seven
days between the first and second pour. The unrestrained joint allows the segment that is cast first to undergo a portion of
its shortening before it is locked to the remainder of the structure.
Unlike delay strips, where the tendons terminate at the face of the strip gap, the post-tensioning tendons are continuous
across a construction joint. To reduce the loss in prestress due to friction, long tendons are often stressed at the
construction joint (part b of the figure).
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FIGURE Q3.3.3B-1 Several Options of Allowance for Temporary Shortening (PTS659)

Figure Q3.3.3B-2 is a schematic of construction joints with and one without intermediate stressing. Figure Q3.3.3B-3
shows a construction joint with intermediate stressing, where tendons from the cast side have already been stressed.

(a) Construction joint without intermediate stressing. (P659)
(b) Construction joint with intermediate stressing (P810)
FIGURE Q3.3.3B-2 Construction Joints with and without Intermediate Stressing. Recessed Shear Keys Enhances the
Shear Transfer Across the Joint.
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FIGURE Q3.3.3B-3 Construction Joint with Intermediate Stressing Showing the Shear
Keys and Stressed Tendons (P812)
Not all bonded post-tensioning systems include the hardware required to allow stressing at a construction joint. The
alternative is either to terminate the tendon at the face of the joint or use two partial-length tendons and overlap the dead
(fixed) ends at the construction joint.

(a) Overlapping tendons at a construction joint
with intermediate stressing (P765)

(b) Construction joint with intermediate
stressing using overlapping tendons
(PTS739)

Q3.3.3B-3 Construction Joints with Intermediate Stressing
C. Temporary Released Connections: Temporary release connections allow a post-tensioned member to shorten for a
limited period of time by allowing it to freely slide over its support before it is locked to the support for full force transfer.
The most common temporary release connections are between walls and slabs. Figure Q.3.3.3C-1 shows two examples of
temporary releases. In each case, the wall is separated from the slab through a slip material. In part (a), the relatively
flexible corrugate tube is initially filled with a compressible material. Once the slab is cast and has undergone its designintended shortening, the compressible material is removed and the tube is filled with high strength grout to establish the
means of horizontal force transfer between the wall and slab. In part (b) the dowels extending from the lower wall into the
slab are initially encased in a non-rigid material such as Styrofoam. The non-rigid material is removed and replaced with
non-shrink grout to fix the connection.
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(a) Dowels extend into slab (P766)

(b) Structural detailing of the release (PTS661a)

FIGURE Q.3.3.3C-1 Temporary Release between Wall and Slab. The Fill in the Corrugated
Tube in part (a) is Replaced with Grout
Figure Q.3.3.3C-2 is another example of a temporary release. The wall is topped with slip material and dowels from the
lower wall will connect to the wall above. The tubes will be grouted once the required amount of shortening has occurred.

FIGURE Q.3.3.3C-2 Example of a Slab Release; Walls from below
Tie to the Walls above (P810).
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A column/slab release can also be provided at the base of a column. In the case of the Moscone Exhibition Hall in San
Francisco, the heavy construction long-span roof of the hall required strong columns that at the base would have restricted
the shortening of the roof under post-tensioning. The bases of the columns were separated from the foundation by
elastomeric (Neoprene) pads. After the roof had undergone sufficient shortening, steel angles embedded in the columns
were welded to plates embedded in the foundation, thus providing the necessary fixity for the column-foundation
connection (Fig. Q.3.3.3C-3).

(b) Schematic of temporary base connection (PTS662)
(a) Column base on slip pad (P767)
FIGURE Q.3.3.3C-3 Example of a Temporary Column Base Foundation Release (San Francisco)
D. Favorable Pour Sequence. Large slabs are typically broken down into pours of around 2000 sf (approx. 200 m2). This
size can be handled by a typical construction crew and corresponds to the amount of formwork that small to medium size
contractors stock. For improved crack mitigation, the pours should be done in a checkerboard sequence, to allow as much
free shortening of each slab segment as possible. This, however, is not possible in all cases and will probably not be how
the contractor would prefer to sequence the pours.
Q.3.3.4 Permanent Release Connections: Permanent release connections are used when there is no structural need for
force transfer between the slab and its support in the direction of the release. A permanent release allows unimpeded
movement between the slab and its support at the release. Permanent release connections come in different styles. A
permanent wall/slab release can be used when only vertical forces need to be transferred from the slab to the wall; the
forces in other directions, such as forces from wind or earthquake, will be designed to be transferred to the supports at
other connections.
Figure Q.3.3.4-1 shows the schematics of several wall/slab connections. Examples are shown in Fig. Q.3.3.4-2. The
usefulness of the dowel shown in Fig. Q.3.3.4-1(d) is questionable. Its purpose is to restrain horizontal displacement of
the slab relative to its support in a catastrophic event, such as a major earthquake. But it is unlikely that a bar of that size
without positive anchorage in the slab would provide much resistance to a catastrophic event that could move the slab
support off the wall. The detail shown in Fig. Q.3.3.4-1(b) allows movement within the limits anticipated by the slab
shortening, but will provide resistance in a catastrophic event.
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Q.3.3.4-1 Schematics of Several Wall/Span Release Options

(a) Permanent release for horizontal movement (P768)

(b) Permanent wall slab-band release (P769)

Q.3.3.4A-2 Construction Examples of Wall-Slab Permanent Releases
Q.3.3.5 Other Release Connections
Unusual slab geometries, slabs with limited access for stressing, or slabs where even a small amount of restraint will lead
to objectionable cracking may require specifically-tailored release connections. The following illustrates the common
occurrence of a post-tensioned floor between two below-grade walls where there is no access for stressing at the slab
edge. The plan (Fig. Q.3.3.5-1) shows stressing blockouts alternating between the two sides of the slab. The stressing
blockouts are spaced so that there is about 8 ft (2.50 m) of wall support between each opening. The combination of the
support from the wall and the reinforcement in the slab eliminate the need for shoring while the stressing blockout is open.
Details of the stressing blockout are shown in Fig. Q.3.3.5-2.

TN451 - 33

Technical Notes

FIGURE Q.3.3.5-1 Plan; Slab between two Excavated and Shored Walls

FIGURE Q.3.3.5-2 Detail of Stressing Blockout at Wall
There are many variations of slab/wall and other types of releases, each developed to suit the specific application.

Q.3.3.6 Detailing
Judicial arrangement and/or addition of post-tensioning tendons and non-prestressed reinforcement can be used to
minimize the formation of restraint cracks.
A. Favorable Arrangement of Tendons: In certain conditions it is practical to arrange tendons, or to terminate them
such as to either avoid significant drop in precompression, or to provide added precompression to combat stress
concentration from discontinuities in the geometry of construction. The following are examples.
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Figure Q.3.3.6A-1b shows an alternative arrangement of tendons around an opening to the regular straight layout. The
alternative arrangement results in adding precompression to the perimeter of the opening, as opposed to causing tension
by pulling apart the sides of the opening in part (a).

(a)
(b)
FIGURE Q.3.3.6A-1 Alternative Arrangement of Tendons around Openings (P789)
Where there are interior walls that can provide significant restraint to the free shortening of a post-tensioned slab and thus
absorb some of the precompression from the tendons, overlapping of tendons as shown in the plan of Fig. Q.3.3.6-2 can
be beneficial. It is emphasized that the restraint of the walls shown in the figure is of concern primarily at the lowest levels
of a multistory frame. At upper levels the restraint provided by the walls is greatly reduced, and the measure shown in the
figure will not be necessary (Aalami, 2014).

(b) Overlapping tendons (P787)
(a) Overlapping tendons (P788)
FIGURE Q.3.3.6-A2 Overlapping Tendons at the Interior Region of Slab to
overcome Loss of Precompression from the Walls
B. Detailing of Non-Prestressed Reinforcement: Non-prestressed reinforcement can be used to reduce the width of
cracks that result from restraint of the supports and to increase the crack in number. A single wide and long restraint crack
can be reduced to a multiple short and narrow cracks to make them visually more acceptable. Two typical examples to
control restraint cracks adjacent to the walls at lower levels of post-tensioned floor constructions are shown in Fig.
Q.3.3.6B-1 and 2.
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FIGURE Q.3.3.6B-1 Crack Control Detailing Bars adjacent to Walls at Lower
Levels of Post-Tensioned Floors (P786)

FIGURE Q.3.3.6B-2 Crack Control Detailing Bars adjacent to Continuous Walls at Lower
Levels of Post-Tensioned Floors (P785)
Unlike trim bars stated above for restraint of supports to free shortening of post-tensioned floors, trim bars to control
cracking at locations of stress concentration, such as opening must be used at all levels of a post-tensioned building, where
a discontinuity occurs. A typical example is trim bars around openings as shown in Fig. Q.3.3.6B-3.
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FIGURE Q.3.3.6B-3 Trim Bars around Openings (P784)

Q.4 CRACK MITIGATION EXAMPLES
In this Section, the practical aspects of design for crack mitigation design will be illustrated through two examples. The
first example is a structure with a high degree of restraint requiring extensive measures to allow for the shortening of its
post-tensioned floor slab. The measures and details used in this example are commonly used for similar construction in
the US. The second example is the shortening calculation and crack mitigation design for a multi-story building in
California.
The first step in crack mitigation is to determine the anticipated long-term shortening of the post-tensioned member. The
shortening calculation is outlined in Section Q.2. In the absence of detailed computations or for preliminary designs, it is
acceptable to assume 0.75 in. of shortening for every 100 ft of slab length (10 mm shortening for every 15 m of slab
length). This is the value that is generally assumed for the floor slabs of residential and commercial buildings constructed
in the US.
Q.4.1 Podium Slab on Perimeter Walls
A common type of residential construction in parts of California where land is expensive is to build one or two levels of
parking below, or at, grade. The parking levels are constructed of post-tensioned concrete, with the slab over the top level
of parking acting as a podium to support up to five levels of light framing superstructure. The light framing, in most cases,
is wood construction. The floor slabs of the parking levels are usually flat slabs supported on interior columns and
perimeter walls. Figure Q.4.1-1 is a typical example, where a concrete frame consisting of one level of subterranean
parking and a retail level at grade, support four levels of wood frame apartment housing.
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FIGURE Q.4.1-1 Apartment Building with Post-Tensioned Underground Parking
and Retail at Street Level (Redwood City, CA; P791)
The plan geometry of the podium slab is as shown in Fig. Q.4.1-2. The interior columns are not shown because they do
not impact the crack mitigation design.

FIGURE Q.4.1-2 Plan; Overall Geometry of the Post-Tensioned Slab
The structural and construction requirements of the design are:
v Each of the long walls needs a minimum of 150 ft (45.75 m) of shear wall. This requires full connection and
transfer of horizontal forces in addition to gravity between the wall and the slab.
v Each of the short walls needs a minimum of 100 ft (30.5 m) of shear walls.
v If a delay strip is provided, it may not be kept open more than a total of 20 days. This is to avoid interruption in
the construction schedule.
A. Consult Crack Mitigation Guidelines: Referring to Section Q.3.1, since the length of the slab exceeds 250 ft (76 m)
but is less than the length requiring a structural separation, design the slab with a central delay strip. This reduces the
length that must be designed for shortening before the delay strip is closed to 170 ft (51.85 m).
Using the assumption that the long-term shortening of the slab will be 0.75 in. per 100 ft of length (10 mm per 15 m), the
segments on either side of the delay strip must be designed for the following shortening:
Total shortening at each end of each slab segment = 170 ´ 0.75/(100 ´ 2) = 0.64 in. (16 mm) > 0.25 in. (6 mm)
The anticipated long-term shortening is thus larger than what can be accommodated without crack mitigation measures.
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B. Wall/Slab Full Connection Length to be Cast with Slab: At this step, we determine the maximum length of the
slab/wall connection that can be cast at the same time as the slab and detailed for full shear transfer between the slab and
the wall.
The maximum length of the slab (b) that can be detailed and cast with full shear transfer to the wall, while satisfying the
requirement that shortening relative to the wall at any point not exceed 0.25 in. (6 mm) is:
b = [(2 ´ 0.25)/0.75] ´ 100 = 67 ft (20.44 m)
The length b is shown in Fig. Q.4.1B-1.

FIGURE Q.4.1B-1 Plan – Post-Tensioned Slab Partially Designed for Crack Mitigation (PTS669)
C. Determine the Position of Full Connection Length: The length (a) shown in Fig. Q.4.1B-1 is determined so as to
allow the end at the delay strip (Point R) to have undergone all but 0.25 in. (6 mm) of its anticipated long-term shortening
when the delay strip is cast on day 20. Once section (b) of the wall shown in Fig. Q.4.1B-1is locked to the slab, it is
assumed, for crack mitigation design, that the ends of the segment remain fixed in position. Hence, the entire shortening
of the slab segment (a) will have to take place from point R at the delay strip.
Refer to Fig. Q.2.7-1 (shortening with time) to estimate the fraction of the long-term shortening that will have taken place
by day 20, since at day 20 segment a will be locked to the wall and the delay strip, and further shortening will be
prevented. The value read from the graph for day 20 is 36%. To ensure that no more than 0.25 in. of shortening occurs
after day 20, the maximum acceptable long-term shortening of segment ( a) is:
Slab (a) total shortening = 0.25/(1 – 0.36) = 0.39 in. (10 mm)
Using again the assumption of 0.75 in. per 100 ft (10 mm per 15 m), the distance ( a) is calculated as follows:
a = 100(0.39/0.75) = 52 ft (15.85 m) 8
8

The slight discrepancy is due to the soft conversion of 0.75” per 100’ to 10 mm per 15 m
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D. Verify the Adequacy of Slab to Wall Full Connection: The structural design requirements call for 150 ft (45.75 m)
of shear wall connection between the slab and the wall in the long direction. The length ( b = 67 ft; 20.44 m) calculated for
the initial connection must ultimately be increased to at least 75 ft (22.88 m) on each side of the delay strip to meet the
connection requirements for shear force transfer between the wall and the slab. Figure Q.4.1D-1 shows the connection at
slab section (a) as a “temporary release.” A temporary release is a connection that allows relative movement between the
slab and its supporting wall until the movement is prevented by establishing full fixity. A possible detail for a temporary
release is shown in Fig. Q.4.1D-2. In this detail, a relatively flexible plastic pipe is initially filled with a compressible
material such as compacted newspaper. To fix the connection, after the slab is cast and the anticipated shortening taken
place, the compressible material is removed and the pipe is filled with high-strength grout. The floor plan shows the entire
length (a) as detailed with this temporary release. Once the delay strip at the center of the floor slab is cast, both ends of
the strip (a) will be prevented from shortening; in effect the entire length of strip ( a) will be fixed in position when the
delay strip is cast and fixity between the slab segments on the two sides of the delay strip is established.

FIGURE Q.4.1D-1 Connection between Slab and wall

(a) Tube covers dowel (P773)
(b) Detail of temporary release
FIGURE Q.4.1D-2 Temporary Release Connection between Slab and Wall
Top of wall is finished with two layers of slip material
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E. Detail the Remainder of Slab/Wall Supports: Since section (c) of the slab is almost the same length as section (a),
it is assumed that sufficient shortening will have taken place by day 20 that the slab section can be locked to the wall at
that point. In practice, however, for improved crack mitigation, it is better to leave any connection that is not required by
design to be fixed as a “permanent release.” The release at slab corners avoids the formation of cracks shown in Fig.
Q.4.1E-1. As shown in Fig. Q.4.1E-2, a length of 10 ft (3 m) is often left as a permanent release at the corners. In this
example, because of the long length of the slab, a length of 20 ft (6.1 m) is detailed as a permanent release. Figure Q.4.1E3 is an example of a permanent release at a slab corner, where two sheet layers of manufactured woods are used to
separate the slab from the wall and allow the slab to move with respect to the wall. The remainder of segment c is
designated as a temporary release.

FIGURE Q.4.1E-1 Cracking at Restrained Corners of Post-Tensioned Floors

FIGURE Q.4.1E-2 Slab/Wall Connection Plan (PTS671)
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(a) Permanent release at slab corner, showing two
(b) Manufactures sheets used for slip join (P775)
layers of slip sheet on top of wall (P809)
Q.4.1E-3 Detail of Permanent Slab/Wall Release Showing the Installation of Slip Material as Slab Corner
F. Design of the Short Wall Connection: From the design for the long direction it was determined that 67 ft (20.44 m)
of full connection between the wall and the slab can take place at the time the slab is cast. For the short wall, the balance
of the required length for 100 ft (30.5 m) of full connection results in:
Required full connection at each end = (100 – 67)/2 = 16.5 ft (5.03 m)
Thus, it will be necessary to provide a temporary release over a 16.5 ft (5.03 m) length of slab at each end of the full
connection. The connection can be locked on day 20 when the delay strip is cast.
G. Review of Detailing: Recognizing that the procedure is highly empirical and derived from the practice of design
engineers in the field, once the computations are completed, engineering judgment is exercised to conclude the design
with practical construction details. When finalizing the details, attention is paid to irregularities in the geometry of the slab
and its supports, including interior wall connections, such as commonly exist at elevators and stair wells.
The final detailing of the connections is shown in Fig. Q.4.1G-1, where a permanent release of 15 ft (4.58 m) is
considered adequate for the short wall. Where a permanent release is intended, the top of the wall must be trowel finished
to a smooth surface and then covered with a slip material. The slip material often used is two layers cut from sheets of ¼in. (6 mm) manufactured wood 9 . The sheets are smooth on one face (Fig. Q.4.1E-3); the smooth sides are placed face to
face, to allow free movement between the two sheets. The advantage of this material is that it is stiff enough to bridge
over small irregularities, in case the top of the wall is not adequately smooth.

9

Trade name “Masonite”
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FIGURE Q.4.1G-1 Completed Design of the Crack Mitigation Scheme
Where practical the intersecting wall corners are provided with a wall joint (marked WJ on Fig. Q.4.1G-1) that has a gap
of about ¾ in. (20 mm). The wall joint is intended to provide the short wall greater freedom to bend out of its plane in
following the shortening of the slab. Figure Q.4.1G-3 shows a wall joint along with a wall/slab joint provided with slip
material. A view of the slip strips on top of the wall prior to casting the slab is shown in Fig. Q.4.1E-3.

(a) Wall joint as support corner (P778)

(b) Wall/slab connection with slip layers (P779)

FIGURE Q.4.1G-3 Wall Joint and Slab/Wall Connection with Slip Material (show picture before concrete is poured)
Q.4.2 Example of a Multistory Building
Construction of post-tensioned multi-story buildings fall in the category of “phased construction,” also referred to as
“Segmental Construction,” where the structural members are installed and placed in service one after the other. Further,
during the construction, previously installed members will be subject to loads, stresses, and deformations that impact the
response of the completed structure to its in-service design load. The “phased construction” analysis of concrete structures
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with detailed consideration of long-term effects is well understood and coded in commercially available software 10.
However, for practical design of common residential and commercial buildings, empirical and approximate schemes can
be used to account for the shortening of the floor slabs from post-tensioning and the restraint of the supports to the
shortening.
These empirical methods have been validated by the satisfactory performance of buildings where they have been used. To
a great extent, however, the successful application of these methods rests on the experience and the engineering judgment
of the designer.
The factors causing shortening of a floor slab and the calculation of this shortening are detailed in Section Q.2. The
assumptions and procedures to account and allow for the shortening are discussed in Sections Q2 and Q.3, followed by a
numerical example for a single level structure. When dealing with multistory buildings, in addition to the assumption
that 0.25 in. (6 mm) of shortening is acceptable, the following assumptions are made.
At the first elevated floor, the shear walls are assumed to be fixed to the foundation. At the upper levels of a multistory
building, the shear walls are more elastic as they are less restrained by the foundation. The walls thus provide less
restraint to slab shortening. Table Q.4.2-1 can be used to obtain an initial estimate of the shortening that can be
accommodated by the upper levels of a multistory building. The table distinguishes between single walls and compound
walls such as T-shaped, U-shaped, or core walls.
Using the table, at the 4 th elevated level and above, single walls are assumed to provide no restraint to the shortening of
the floor slab. Referring to the table again, at the third elevated level above the foundation, for a “core wall”, it is assumed
that the long-term movement accommodated by the wall at the wall/slab connection is 3 mm (0.12 in.). If the “calculated”
floor shortening at this level is 8 mm (0.31 in.), the amount of shortening that needs to be designed for is 5 mm (8 – 3 = 5
mm; 0.2 inch). Since the slab is assumed to be able to accommodate a larger amount of shortening, namely, 6 mm (0.25
in.), no crack mitigation measures will be necessary.
The values in Table Q.4.2-1 are for construction where each level of the wall is cast right after the slab below is cast.
When core walls such as those for the elevator shafts are constructed several levels above the floors, lower values should
be assumed for the amount of slab shortening that the walls can accommodate, as the walls will have undergone some
amount of shrinkage before the slabs are cast. In addition, core walls are generally in the shape of C, U or a box.
Compared to single walls, core walls provide a larger restraint to the horizontal movement that could accommodate slab
shortening.
TABLE Q.4.2-1 The Amount of Shortening Accommodated by Walls
that Support Post-Tensioned Floors (T189)
Level
Single walls
Core/ compound wall
st
1 level
0
0
2nd level
0.125 in. (3 mm)
0.06 in. (2 mm)
3rd level
0.25 in. (6 mm)
0.12 in. (3 mm)
th
4 level
No restraint
0.18 in. (5 mm)
th
5 level
No restraint
0.25 in. (6 mm)
6th level
No restraint
No restraint

10
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A. Project Description: The project is a 14-level building in California, consisting of ten hotel floors topped by four
floors of residential units (Fig. Q.4.2A-1). The overall geometry of the building’s floor plan is shown in Fig. Q.4.2A-2.
The floor slabs are post-tensioned and supported on interior columns. The lateral force resisting system of the building
consists of two thick and heavily-reinforced shear walls at each end of the long, narrow building. Each shear wall is
shaped to provide resistance in both directions. The unfavorable position of the shear walls at the ends of the building
made crack mitigation an essential part of the design process.

FIGURE Q.4.2A-1 – Elevation of the Building

FIGURE Q.4.2A-2 – Plan; Schematic of Typical Level. Tendons Run in both Directions (not shown)
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B. Long-Term Shortening of Typical Floor: The design length of the floor slab is taken as 202.50 ft (61.76 m) plus one
half of the length encompassed by the end walls.
Design length of the slab in the long direction = 202.50 + 33 = 235.5 ft, rounded to 235 ft (71.68 m)
In the short direction, the design length is 66.50 ft (20.28 m)
From the calculations detailed in Section H, the anticipated shortening of a typical level of the building in the long
direction is estimated as 1.38 in. (35 mm) 11.
Anticipated shortening at each end = 1.38/2 = 0.69 in. > 0.25 in. (17.5 mm >6 mm),
Hence design for crack mitigation is required.
C. Crack Mitigation for Typical Floor: The construction schematic and schedule of construction for a typical 7-day
cycle of upper level floors is shown in Fig. Q.4.2C-1 and listed in Table Q.4.2C-1. A typical floor level ( i), as indicated in
the figure will be locked to the remainder of construction at stage 6 of each cycle, when the additional shortening of the
locked slab will be restrained.
Each slab is tied to the shear wall through its dowel connection with the wall above it (Fig. Q.4.2C-1). From the schedule
of construction shown in figure and listed in the table, the time lapse between locking the movement of a freshly cast floor
to the wall below it is five days. The construction detail shown in the figure allows the slab to shorten freely within this 5day period.
In multi-story buildings such as the current project, as a floor slab shortens, it draws the walls that it is tied to with it.
Based on the sequence and schedule of construction given above, the following observations are made:
v The movement of each cast slab is locked to the structure after five days through the slab connection with the wall above.
v
When a floor slab is locked to the walls above it, the slab and the wall above rest on the wall immediately below.
The newly cast slab and the wall above will be subject to the long-term movement of the wall below to which they are
locked. Following the schedule of construction, one arrives at the conclusion that on the day the current slab (level i) is
locked to the remainder of the construction through its dowels to the wall above, the floor slab at the level below (level i-1)
is 12 days old.
v The newly cast slab will continue to shorten. The wall that supports this slab is tied to the slab of the level below that
will also continue to shorten, albeit with a seven day (12-5 = 7) time gap.
v The long-term anticipated differential shortening of a floor slab and the slab immediately above and below is the
difference between the shortening that takes place between days 5 and 12. This is the shortening that will be resisted by
the restraint of the shear walls at the ends of the building and is subject to design for crack mitigation.
From long-term shortening graph Q.2.7-1:
11

In the absence of detailed calculation followed here, the estimated shortening would be 235.5x0.75/100 = 1.75 in. (44 mm)
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The fraction of the long-term shortening that has taken place by day 12 is 28 %
The fraction of the long-term shortening that taken place by day 7 is 16 %
The restraint of the end walls to the slab shortening thus corresponds to (28 – 16) = 12 % of the calculated long-term
shortening.
This amounts to 0.12 x 0.69 = 0.08 in. (2 mm) < 0.25 in. (6 mm) OK
Since the shortening that will take place after the slab has been tied to the supports is less than 0.25 in. (6 mm), no crack
mitigation measures are necessary for the typical upper levels of the building. The above conclusion is based on the
premise of the empirical Table Q.4.2-1, from which the walls at the upper levels do not require to be designed for restraint
of supports. The restraint design carried out was based on the differential shortening between adjacent levels.

FIGURE Q.4.2C-1 Section; Slab-Wall Connection Detail;
Construction Sequence and Schedule
TABLE Q.4.2C-1 Construction Schedule (T190)

Stage

Day

1
2
3
4
5
6
7
8
9
10
11

1
2
3
5
6,7
8
9
10
12
13,14
15

Operation
Cast wall for upper slab support
Finish forming of slab (i) above and place reinforcement
Cast slab (i)
Stress tendons of slab (i)
Form slab of level above (i+1) and upper walls
Cast upper walls (i+1)
Finish forming of slab (i+1) above and place reinforcement
Cast slab (i+1)
Stress tendons of slab (i)
Form slab of level above (i+2) and upper walls
Cast upper walls (i+2)
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D. Crack Mitigation Design of the First Elevated Floor: D. Crack Mitigation Design of the First Elevated Floor:
Referring to the estimate of the long-term shortening of the typical level, the anticipated shortening of the first floor will
be the same — 1.38 in. (35 mm). From Table Q.4.2-1, it is assumed that the walls at the first elevated slab are completely
rigid and will not accommodate any shortening. Because of the amount of anticipated shortening, it will be necessary to
provide delay strips at both shear walls as well as at the center of the slab. This will allow the shrinkage to occur at both
ends of each slab segment. The tendons in each slab segment will be short enough that they only have to be stressed at
one end. The delay strip at the center should be wide enough to allow for stressing (Fig. Q.4.2D-1); the delay strips at the
shear walls do not have to be designed for stressing (Fig. Q.4.2D-2). Contrary to what is shown in Fig. Q.4.2D-1a, the
delay strip at the connection with the end wall can be narrower as shown in part (b) of the figure.
Total long-term shortening at each end of each slab segment = 1.38/4 = 0.35 in. (9 mm)
Since the slab is assumed to be able to accommodate 0.25 in. (6 mm) of shortening, the amount of shortening that must
take place freely (before the delay strips are filled) is calculated as follows:
Shortening to take place = 0.35 – 0.25 = 0.1 in. (2.5 mm)
Fraction of total shortening to take place freely is: 0.1/0.35 = 0.28 = 28%
Referring to Fig. Q.2.7-1, this corresponds to 40 days. Hence, at the first elevated level, the delay strips should be left
open for 40 days.

(a) Detail of delay strip at connection to wall. There is a gap
between the end face of the wall and slab (P792)

(b) Delay strip at wall with no stressing

FIGURE Q.4.2D-1 Delay Strip at Wall. (The gap at the face of the wall in part (a) can be
narrower when tendons will not be stressed at the delay strip)
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E. Crack Mitigation of Second Elevated Floor: The long-term shortening of the second elevated floor slab in the long
direction will be the same as the typical level - 1.38 in. (35 mm). If the slab is divided into halves like the first elevated
floor, the unrestrained shortening of each half will be:
Total shortening at each end of each slab segment = 1.38/4 = 0.35 in. > 0.25 in. (9 mm > 6 mm)
From Table Q.4.2-1, the connection of the wall to the slab at this level is assumed to accommodate 0.125 in. (3 mm).
The balance of the shortening will be: 0.35 – 0.125 = 0.225 in. < 0.25 in. (approx. 6 mm) OK
Since at the connection to the wall, the remainder of the computed shortening is less than 0.24 in. (6 mm), the same detail
and stressing schedule as used for the typical level can be adopted. Note that at this level, the provision of a central slip
joint at the middle of slab (Fig. Q.4.2.E-1) reduces the shortening that needs to be allowed at the wall/slab connection.
Thus enabling the same detail as in typical levels to be used.
Details of the permanent release used at the center of the floor slab is shown in Fig. Q.4.2.E-1.

(a) Section: Permanent Release in Slab
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(b) Permanent Slab Release
Figure Q.4.2E-1
F. Crack Mitigation of Third Elevated Floor: The third elevated floor is detailed as a typical level.
G. Comments on the Adopted Mitigation Scheme: A section view of the structure with the crack mitigation detailing is
shown in Fig. Q.4.2G-1. Recognizing that the methods used to design the crack mitigation scheme are highly empirical,
engineering judgment must be used to adjust the design, taking into account both irregularities in the geometry of the slab
and construction requirements.

Section
Figure Legend: A: Q.4.2D-2; B: Q.4.2D-1; C:Q.4.2E-1;D and E: Q.4.2C-1.
FIGURE Q.4.2G-1 Partial Section of Building
H. Computation of Unrestrained Shortening of Typical Floor: Using the procedure outlined in Q.2, the unrestrained
shortening of a typical level is calculated as follows:
Design Parameters
Concrete strength, f’c = 6000 psi (41 MPa)
Concrete strength at stressing, f’ci = 3000 psi (20.7 MPa)
Relative humidity, H = 70%
Slab thickness = 7 in (178 mm)
Seasonal change in temperature = 35 Fo (19 Co)
P/A, longitudinal direction = 125 psi (0.86 MPa)
P/A, transverse direction =150 psi (1.00 MPa)
Shortening Calculations:
v Elastic shortening strain, ES:
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ES = (P/A) / Eci
Eci = 33 ´ 1501.5 √3000 = 3,320,560 psi (22,895 MPa)
In SI units the calculation is :
Eci = 0.043 ´ 24001.5 √20.7 = 23,002 MPa
Hence, the elastic shortening strain of the slab ES is:
For longitudinal direction ES = (125/3320560) = 38 ´ 10-6
For transverse direction ES= (150/3320560) = 45 ´ 10-6
v Shrinkage shortening strain, SH:
SH = SH 0 ´ k RH ´ kv/ s
SHo= applicable base shrinkage strain = 510 micro-strains
Correction for relative humidity H= 70%.
kRH for 70% = 1.00
Correction for volume to surface ratio:
V/S = 0.5 ´ 7 = 3.5 inch (0.5 ´ 178 = 89 mm)
The correction factor kv/s is:
kv/s = [1064 – 94 ´ 3.5 ]/923 = 0.80
US units (inch)
kv/s = [1064 – 3.7 ´ 89)]/923 = 0.80
SI units (mm)
Hence the long-term shrinkage strain is:
SH = 510 ´ 10-6 ´ 1.00 ´ 0.80 = 408 ´ 10-6

v Creep shortening strain, CR:

CRc = CR0 ´ K( PT ) ´ k f ´ kcRH ´ kc
CR0 = applicable base creep coefficient = 2.0
Correction for concrete strength kf ; f’c = 6000 psi (41 MPa)
kf = 1/( 0.67 + 6/9 ) = 0.75 (US units)
kf = 62/( 42 + 41 ) = 0.75
(SI units)
Correction for relative humidity
kcRH = (1.58 – H/120)
kcRH = (1.58 – 70/120) = 1.00
Correction for volume to surface ratio:
V/S = 0.5 ´ 7 = 3.5 inch (0.5 ´ 178 = 89 mm)
The correction factor kc is:
é 1.80 + 1.77e -0.54´3.5 ù
kc = ê
ú = 0.80
2.587
ë
û

US units
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é 1.80 + 1.77e -0.0213´89
kc = ê
2.587
ë

ù
ú = 0.80 SI units
û

Having obtained the correction factors, the creep coefficient is given by:
CRc = 2.0 ´ 0.75 ´ 1.00 ´ 0.80 = 1.20
For the longitudinal direction, the creep strain, CR = CRc ´ ES = 1.20 ´ 38 ´ 10-6 = 46 ´ 10-6
For the transverse direction, the creep strain CR = CRc ´ ES = 1.20 ´ 45 ´ 10-6 = 54 ´ 10-6
v Strain due to seasonal change in temperature:
TEMP = T ´ a

TEMP = 35 ´ 6.0 ´ 10-6 = 210 ´ 10-6
v Total shortening strains, not accounting for seasonal change in temperature:
a= L ( ES + SH + CR +TEMP)
In the longitudinal direction:
S = (38 + 408 + 46 +210) ´ 10-6 = 702 micro-strains
In the transverse direction:
S = (45 + 408 + 54 +210) ´ 10-6 = 717 micro-strains
v Shortening, a, not including temperature effects :
In the longitudinal direction:
average length = 235 ft (71.6 m)
Total shortening strain
S = 38 + 408 + 46 = 492 micro-strain
Shortening, a = 492 ´ 10-6 ´ 235 ´ 12 = 1.38 in ( 35 mm)
R.1 IMPACT OF SUPPORT RESTRAINT ON FLOOR SAFETY
Apart from the adverse impact of support restraint on the in-service performance of a floor slab [TN454, 2015], the
restraint also influences the safety of post-tensioned members. This is more pronounced where the restraint leads to
cracking. The following reviews the impact of the support restraint on the safety of post-tensioned members.
R.1.1 Restraint Cracks and Safety
Post-tensioning in floor slabs is generally designed to provide:
v Precompression;
v uplift; and
v added strength.
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The focus of the following is the contribution of post-tensioning to the strength of a post-tension member. Figure R.1.1-1
illustrates the mechanism by which post-tensioning tendons contribute to the strength of a member in the absence of
support restraints. This will be contrasted to the case in Fig. R.1.1-2 – where the member is subject to support restraints.

FIGURE R.1.1-1 Post-Tensioned Member with no Support
Restraint to Shortening. Part (b-ii) shows the force demand on the
cut section; part (b-i) shows the resistance provided at the cut
section to meet the demand.
For the member shown in Fig. R.1.1-1, the strength demand at a section (part b) consists of: moment ( M), shear (V) and
axial force (N). The demand actions M, V and N are in static equilibrium with the forces acting on the severed segment of
the member. For the safety of the structure, the resistance than can develop at the face of the cut by the forces T, C and V
should not be less than the demand actions M, V and N.
Since the member is on rollers, the reaction at the support (part b of the figure) is limited to a vertical force. There are no
externally applied horizontal forces on the cut segment. From the equilibrium of the forces, the net axial force on the face
of the cut will be zero (N = 0). Hence, the resisting forces need to counteract the moment, M and shear force, V only.
The resistance to the demand moment M at the section is developed by the tendon force T and the compression force C in
the concrete:
T=C
M = Tz

(Exp R.1.1-1)
(Exp R.1.1-2)

Where z is the moment arm of the forces at the face of the cut. In this case, where there is no restraint to shortening from
the supports, the entire tendon force T is available to resist the demand moment M.
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Consider now the case shown in Figure R.1.1-2, where a post-tensioned member is attached to supports that restrain the
member’s shortening. In this figure, and the figures in sub-sections R.1.3 the following definitions are made:
F = force in the tendon at ultimate limit state (strength condition);
F2 = force in the tendon in service condition; and
F3 = restraint of support in service condition.

FIGURE R.1.1-2 Post-Tensioned Member with Support Restraint
The restraint of the support is modeled with the spring shown at the
supports of the member in part (b). F3 in part (c) is the restraint of
the support (this is the force in the spring shown in part b)
At tendon stressing the supports shown absorb a part of the post-tensioning force, marked F3 in part (c) of the figure. The
amount of the force F3 that is diverted to the supports depends on the stiffness of the supports; the remainder of the posttensioning force results in precompression in the member. For ease of visualization, the member is modeled as shown in
part (b). The springs attached at each end of the member represent the restraint of the supports to the shortening of the
member.12
The discussion followed for the member in Fig. R.1.1-1 will be used here to determine the contribution of the tendon force
to the safety of the member. Part (c) of Fig. R.1.1-2 is the free body diagram of the left segment of the member. The
demand actions at the face of the cut are once more the moment M, shear V, and axial force N. In this case, however, from
the equilibrium of the forces in the horizontal direction we have:

12

There will also be a moment at the end of the member due to the shift of the restraining force ( F3) at the support from the
support/member interface to the centroid of the member shown in part (b). This moment is not shown in the figure, since its presence
does not affect the current discussion.
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N = F3

(Exp R.1.1-3)

Thus, in addition to the moment M and shear V, there is a net axial tension F3 that must be resisted by the actions
developed at the face of the cut. From the equilibrium of the forces on the segment:
C = F2 – F3

(Exp R.1.1-4)

Hence, the resisting moment at the face of the cut will be:
M ~ F2z – F3e

(Exp R.1.1-5)

Where e is the distance between the force F3 and the centroid of the compression force C. The approximation sign ( ~ )
is used, since the force F3 acts at the interface between the support and the member, but for the current discussion, it is
shown at the centroid of the member, with the restraint modeled as a spring.
In summary, when a member is restrained at supports, the post-tensioning force available to resist the demand moment M
is reduced. The amount of reduction, in this example F3, depends on the stiffness of the restraining supports.
The preceding is a simplification of the mechanism for development of resistance in a post-tensioned member, intended to
present the concept. With increase in applied load, there will be an increase in tendon strain, which in turn results in an
increase in tendon force. At ultimate limit state, the force in the tendon ( F) is thus F2 + DF2, where DF2 is the increase in
tendon force due to local strain. The amount of the increase depends on whether the tendon is bonded or unbonded. For
bonded tendons, the increase is local and can bring the tendon’s stress to its ultimate strength ( fpu). For unbonded tendons
the increase is typically considerably less.
To illustrate the concept, in the following the extreme condition of large support restraint is examined. In this condition,
the entire post-tensioning is diverted to the supports, leading to cracks through the depth of a member. Non-prestressed
reinforcement helps to control crack width and crack dispersion. To highlight the interaction of prestressing and the
restraint of the supports, in the following the contribution of non-prestressed reinforcement is not accounted for.
R.1.2 Unbonded Tendons; Safety and Restraint Cracks
R.1.2-1 shows a member reinforced with unbonded tendons with a single crack that extends through the depth of the
section (part a). The crack is from shrinkage of concrete and the full restraint of the supports A and B to free shortening
of the member. Supports C and D are shown as roller supports.
For simplicity, tendons are shown along a straight line; selfweight and external loads are not shown. Note that in part (a)
of the figure, the tendon retains its force (F2) across the cracked section, but there is no compressive force on the face of
the crack, since the member is assumed fully fixed against shortening at its end supports. The entire tendon force is
diverted to the support A.
An idealized free body diagram of the left segment of the member for the post-tensioning forces is shown in part (b). The
restraint from the supports, F3 is equal to , the force in the tendon (F2 ) .
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With increase in the applied load, the member will develop hinge lines at the locations marked in Fig. R.1.2-2b. The
downward displacement of the slab prior to collapse will elongate the tendons along their length, resulting in an increase
(δF2) in the tendon force. The initial tendon force at location of through crack under service condition ( F2) will increase to
its final value F as shown in part (c) of the figure. The impending failure mechanism re-establishes contact between the
two sides of the crack, where a compressive force C will develop. For unbonded tendons, the increase in tendon force
across the crack prior to failure will be partially transferred to the supports A and B13 because although the member itself
is restrained against movement, the tendon can slide within its sheathing. At the ultimate state, the restraint from the
supports increases to F4.

FIGURE R.1.2-1 Post-Tensioned Member with through Crack Caused
by Restraint of Supports

FIGURE R.1.2-2 Failure Mechanism and Partial Force
Diagram of Member with Through Crack
In part (a) the force at restrained support A is F3, The tendon force at the crack
gap is F2. Since the gap extends through the depth of the member, F2 = F3. In
13

If the member length is longer than is common in building construction, the increase in tendon force can be absorbed by the
increase in friction, but this seldom occurs in practical conditions.
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part (b) the stretching of tendon increases its force at the crack from the service
condition F2 to F, as shown in part (c)
The force demand (design values) at the crack will be the axial tension N and moment M shown in part (d) of the figure 14.
The axial tension N equals F4, the restraint of the support at point A at Ultimate Limit Sate.
The demand actions F4 and M at the cracked section are resisted by the increase in tendon force across the crack resulting
from the displacement of the member and the compressive force ( C) developed at the newly established area of contact.
The relationships are:
C = F – F4
M = C z,

(Exp R.1.1-6)
(Exp R.1.1-7)

Where z is the lever arm between the centroids of the tension and compression forces, and F is the force in the tendon at
the crack. The tensile force in the tendon that contributes to the resistance capacity of the cracked section is the difference
between the force in the tendon at the crack (F) and the restraint of the support (F4).
The partial free body diagram of the horizontal forces for the left segment of the member is shown in Fig. R.1.2-3. The
figure shows the contribution of the friction forces (P) between a strand and its sheathing in developing the compression
force (C). It is noted that the compressive force C that can be developed across the crack prior to the collapse of the
member is limited to the friction force (P) that builds up between a strand and its sheathing (part b of the Figure). This is
based on the initial premise that the support restraint at A is large enough to prevent the shortening of the member.

FIGURE R.1.2-3 Development of Friction Force P at Ultimate Strength
Part (a) shows the segment prior to collapse, where force C develops at
contact area between the two sides of the crack.
From part (b) of the figure:
14

There will also be a shear force at the section from the applied loads. Since the focus is on the evaluation of the
moment capacity, for simplicity of presentation the shear force is not shown in the free-body diagram.
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P = F - F4

(Exp R.1.1-8)

From part (a) of the figure:
C = F – F4

(Exp R.1.1-9)

Where F4 is the restraint from the support at the ultimate limit state. Therefore,
C=P

(Exp R.1.1-10)

To arrive at the upper bound for the moment that can possibly develop at the crack, the tendon is assumed to be stretched
to its rupture force, recognizing that this is impractical for unbonded tendons, before a member can be considered “failed.”
The force F in the tendon is calculated as:
F = Aps fpu

(Exp R.1.1-11)

Where Aps is the tendon cross-sectional area and fpu15 is its specified strand strength (commonly 270 ksi; 1860 MPa).
The tendon force F will decrease along the tendon length due to friction between the tendon and its sheathing. For a
given tendon profile and friction coefficients, the stress loss due to friction can be calculated with the following equation:

Px = Pj e-( ma + Kx )

(Exp R.1.1-12)

Where,

Px

= stress in tendon at distance x from the point of application of force to tendon;

Pj

= stress in tendon at the point of application of force;

µ

= coefficient of angular friction (/radian);
= total angle change of the strand in radians from the stressing point to distance x;
= distance from the stressing point; and
= coefficient of wobble friction (/ft16; /m).

α

x
K

Once the friction force P and hence the compressive force C across the crack are determined, the design capacity of the
section is known. Note that in an actual structure, the contribution of the non-prestressed steel across the crack must be
included in the calculations; the compressive force C will be resisted by both the tendons and the non-prestressed
reinforcement. The capacity of the section will depend on the location and the magnitude of the tendon force and the
location and amount of the non-prestressed reinforcement.

15

In practice, fpu is unlikely to materialize for unbonded tendon. The current discussion refers to a hypothetical upper-bound
condition
16 The dimension of the wobble coefficient K includes the coefficient of friction. K is µ (average of unintended change in angle
per unit length of tendon.
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In the general case, a restraint crack is likely to break the member into two non-equal lengths as illustrated in Fig. R.1.2.4. For static equilibrium of the member, the restraining forces ( F4) on each side of the crack must be equal. Thus the
friction force (P) that can be sustained across the crack is that from the segment with the smaller friction loss – typically
the shorter side of the member. Concluding with C = P, the moment capacity is:
M = Pz

(Exp R.1.1-13)

In summary, the maximum tensile force that will be available to develop a resisting moment at the crack is limited to the
friction that develops between the tendon and its sheathing at ultimate limit state. This is further illustrated in Fig. R.1.2-5.
In this Figure F2 = F3 is the in-service tendon force at the location of through crack prior to the application of added load
and establishment of the compression force C (refer to Fig. R.1.2-1).

FIGURE R.1.2-4 Partial Free Body Diagram of a
Non-Symmetrical Member Cracking

FIGURE R.1.2-5 Member with Unbonded Tendon; Tendon
Force Diagram at Service and Ultimate Limit State
In part (b) the tendon fore in service F2 at the location of
crack is equal to the support restraint F3. At strength limit,
the tendon force at location of crack is increased to F.
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In the preceding diagram, the force (F – F4) is the force that will be available to resist applied moments – the moment
capacity of the section. The force (F – F4) is the friction force between the strand and its sheathing.
From the preceding diagram, it is concluded that when members reinforced with unbonded tendons experience excessive
support restraints, the friction between a tendon and its sheathing plays a role in the strength available from the tendon at
the member’s ultimate strength capacity. The larger the friction force between a tendon and its sheathing, the greater will
be the available tendon strength to resist applied loads.
R.1.3 Bonded Tendons; Safety and Restraint Cracks
Members reinforced with bonded tendons develop a larger moment capacity at locations of restraint cracks compared to
members that are reinforced with the same amount of unbonded post-tensioning. There are three reasons.
First, bonded tendons can typically develop their specified strength ( fpu) prior to failure, whereas members reinforced with
unbonded tendons tend to undergo large deflections, and reach failure due to crushing of concrete or excessive deflection,
before tendons reach their specified strength (fpu). Consequently, ACI 31817 [ACI 318, 2011] and EC2 [EC2, 2004]
specify a significantly lower permissible stress ( fps) for unbonded than bonded tendons for flexural capacity design of
concrete members. Depending on the span dimensions for unbonded tendons, ACI 318 limits the increase in tendon stress
at ultimate strength to between 30 to 60 ksi (206 to 413 MPa), whereas in EC2 the increase is limited to merely 100 MPa 18
(15 ksi). This is about 7 to 9 % gain in strength over service condition, leaving about 30% of a tendon’s strength untapped
at member failure.
Second, for members reinforced with bonded tendons, the increase in demand moment at a point results in an increase in
the tendon force at the same location. This local increase in tendon force is not compromised by the restraint of the
supports. On the other hand, for unbonded tendons – as outlined in the previous sub-section – support restraints can
diminish the effectiveness of local increase in tendon force in resisting an applied moment. This is explained in greater
detail in what follows.
Third, compared to unbonded tendons, for bonded tendons the higher friction of between the strands and the sheathing at
stressing works advantageously at the strength limit state of a cracked section.
Consider the member with a bonded tendon shown in Fig. R.1.3-1. Let the restraint from the supports be large enough to
cause cracking as shown in part (a). The force in the tendon at the time of grouting follows essentially the friction
diagram shown in part (b). Let the force in tendon at location of crack in service condition be F2. For the static
equilibrium of the arrangement shown, F2 is equal to the restraint of the support (F3) while the gap at the crack is open.
An increase in the applied moment at the crack location will tend to elongate the tendon locally leading to an increase in
the tendon force to d F2 (part c of the Figure).

17
18

ACI 318-11 Section 18.7
EC2 Section 5.10.8(2)
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The demand actions at the location of crack (part d of the Figure) are M and N, where from equilibrium of the forces N is
equal to F3, the force due to restraint of the support 19.
The tensile force available to resist the demand actions at the crack location is:
T = F2 + d F2 – F3

(Exp R.1.1-14)

Since at location of crack F2 = F3, the available force (T) to resist the induced moment will be equal to d F2 .
Likewise from equilibrium of forces the compression force C is
C = (F2 + d F2) – F3 = d F2

(Exp R.1.1-15)

The moment that can be developed at the crack M is equal to:
M = Cz = d F2 z

(Exp R.1.1-16)

FIGURE R.1.3-1 Member with Bonded Tendon and Restraint
Crack; Forces at Strength Limit
R.2 COMPARISON BETWEEN UNBONDED AND BONDED SYSTEMS
Figure R.2-1 compares the performance of a member reinforced with unbonded post-tensioning to a member with bonded
post-tensioning. Referring to the figure, the net force (T) developed at the crack to resist a demand moment is 20:

19

Obviously, there will be a shear at the cut and the tendon will not be normal at the section, leading to both horizontal and vertical
force components. These will change the numerical values, but they do not affect the concept being discussed. Hence, they are not
included in order to keep the focus on the critical aspects of the concept.
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Unbonded: T = F – F4
Bonded : T = F – F3 = d F2

(Exp R.1.2-1)
(Exp R.1.2-2)

In summary, the available post-tensioning force T to resist an applied moment for the two systems is:
For unbonded:
T = F – F4

(Exp R.1.2-3)

For bonded:
T = F – F3

(Exp R.1.2-4)

FIGURE R.2-1 Comparative Distribution of Force in Tendon at Ultimate Limit State
for the bonded and unbonded post-tensioning systems
The diagram shows the distribution of force in tendon for the segment to the left of the
crack. Line ABC is the force in tendon in service condition. It is influenced by the
friction and seating loss at stressing. For illustration of concept, it is assumed to be the
same for bonded and unbonded systems and represent the service condition. For
moment capacity at crack location there will be a local increase in tendon force for the
bonded system marked by point D. The tendon force available to resist the demand
moment is equal to local increase in tendon force (δFb) shown by CD. At strength limit,
the distribution of force in the unbonded tendon will be governed by the re-alignment
of friction force along the tendon length from line ABC to line EG. The available force
to resist the moment demand will be (F2 + δFu) – F4,

For ease of comparison, the diagram shows the increase in tendon force at ultimate strength d F2 to be the same for both bonded
and unbonded. In fact, the increase in force for the unbonded system will be much less.
20
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Q.6 REPAIR OF RESTRAINT CRACKS
Q.6.1 Crack Evaluation
The first step in addressing a restraint crack is to ensure that the crack has not compromised the floor’s safety against
overload, that is to say - the factor of safety at the strength limit state. Unlike conventionally reinforced concrete where
the multitude of narrow and short cracks lead to an increase in deflection, the restraint cracks in post-tensioned floors
typically do not cause a noticeable increase in the floor’s deflection. If a floor’s observed deflection is 15 to 20% more
than the anticipated value for a similar panel without cracking, the crack’s impact on the floor’s structural safety should be
evaluated before deciding on a repair scheme.
The next issue to review is whether the slab surfaces on either side of the crack are on the same plane. An offset between
the two sides of a crack should be viewed as a sign of possible structural damage and should be investigated before repair.
There is no clear rule regarding how much offset between the planes of the two sides can be tolerated. Opinions seem to
favor a value not exceeding 1/16 – 3/32 in. (2 mm), but less than the width of the crack.
Q.6.2. Cracks to Repair
Cracks need not be repaired, if (i) they are not visible, or if visible are not objectionable; (ii) they do not impair the
function of the floor; and (iii) they do not expose the member to elements of corrosion. Expansion joints in building
construction, or the joint shown in Fig. Q.4.2.E-1 are in effect planned cracks at locations that do not impair the function
and safety of the slab.
If there is the potential of exposure to corrosive elements, cracks that are wider than 0.1 in. (2.5 mm). should be repaired.
This is in line with the allowable design criterion for members reinforced with unbonded tendons, where a crack width of
3 mm (0.12 in) is allowed by design 21.
Q.6.3. Time of Repair
Restraint cracks will continue to form and widen two to three years after the tendons are stressed however the rate of
crack formation and widening will decrease with time. Ideally, cracks should not be repaired until a year or two after
construction. This may not be practical, however, as floors often must be placed in service soon after construction.
Q.6.4 . Method of Repair
Cracks that are working (opening and closing) such as those on the exposed surfaces of buildings that are subject to
temperature variations are best repaired by routing a groove along the crack and filling the groove with a flexible sealant
that is able to withstand the movement. Cracks that are continuing to widen but could expose the reinforcement to
corrosive elements, or are causing objectionable leakage, should likewise be filled with flexible sealant, with the
understanding that the repair may have to be redone once the crack has stopped widening. Cracks that are not expected to
widen further and are not subject to movement are best repaired using a low viscosity epoxy to fill the gap.
Q.7 REFERENCES
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Q.8 NOTATIONS
To be complete
A

= cross sectional area of concrete associated with tributary of prestressing force P, in2, mm2;

a

= total shortening of a member, in, mm;

CR

= contribution of creep strain to shortening (Non-Dimensional ND);

CR0

= base creep coefficient, ND;

CRC

= creep coefficient, ND;

d

= change in length of a member;

Ec

= modulus of elasticity of concrete on day 28, psi, MPa;

Eci

= modulus of elasticity of concrete on day of stressing, psi, MPa;

ES

= total strain due to average elastic shortening;

f’c

= 28 day concrete cylinder strength, psi, MPa;

f’ci

= concrete cylinder strength on day of stressing, day t, psi, MPa;

fcm(t)

= mean concrete compressive strength at an age of t days;

kc

= volume to surface correction factor for CR0 , ND;

kcRH

= correction factor for CR0 for ambient relative humidity, ND;

kf

= correction factor for CR 0 for concrete strength, ND;

k(PT) = correction factor for CR 0 for the average precompression from post-tensioning, ND;
kv/s

= correction factor for base shrinkage for volume to surface ration (V/S), ND;
TN451 - 64

Technical Notes
L

= total length of a member, ft, m;

P

= prestressing force; lb, kN;

S

= exposed surface area of a typical unit length of concrete member, in2, mm2;

SH

= contribution of shrinkage strain to shortening (Non-Dimensional ND);

s

= a coefficient which depends on the type of cement, ND;

t

= age of concrete in days;

T

= change in temperature, CO, FO;

V

= concrete volume of a typical unit length of concrete member, in3, mm3;

W

= unit weight of concrete, pcf, kg/m3;

α

= coefficient of thermal expansion. / C O, /FO;
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